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Set up a Walker jack merchandiser and let your cus- 
tomers know you’re in the jack business! 

This bright, bold display can easily increase your over- 
all jack sales. It requires only six square feet of floor 
space. Yet it efficiently displays an assortment of port- 
able hydraulic jacks, under axle jacks, bumper jacks, 
and hydraulic jack oil. 

The merchandiser has three sturdy wood shelves sup- 
ported by heaw duty anodized aluminum uprights. 
Assembly is easy...no nuts or bolts or tools required. 


Display Dimensions: 52” high, base 36” X 24” 


Jacks and hydraulic oil are packaged in one carton. Merchan- 
dising stand is shipped in a separate carton. Combined ship- 
ping weight: 240 Ibs. Merchandising stand can be ordered 
separately. Order part number 93997. Shipping weight: 50 Ibs. 


This colorful, attention-getting display presents an assort- 
ment of a Walker BODY-JAK™ pump, rams and attach- 
ments. The display can be free-standing or wall- 
mounted. 


The 93538 includes: 
4 - 93106 4 ton capacity short ram 
4 - 93108 hydraulic spreader 
4 - 93533 4 ton capacity deluxe kit 
4 - 936241 display board 


Display Dimensions: 24” wide X 48” high 


Pump, rams and attachments are packed in one carton. Dis- 
play board is shipped in a separate carton. Combined ship- 
ping weight: 87 lbs. Display board can be ordered separately. 
Order part number 93621. Shipping weight: 20 Ibs. 


‘ 93632 
Ideal for road service calls. This compact / 1-1/2 Ton Capacity 
jack is well suited for a variety of in-shop 
uses. 
Removable handle for transporting jack. ~ 
Automatic valve prevents overloading. : és ai 


Full swivel rear casters and lifting cap for 
handling ease. 
Heavy duty steel side plates and bell 
crank for strength. 
Hydraulic pump sealed to keep out grit, 
grime and moisture. 
93630 Protect your showroom floors and 
carpeting from damage with the 93630 
(same as 93632, but with soft, yet extremely 
durable, urethane wheels). 


Perfect for road service work. Especially \ | 

suited for use with smaller cars. N ; 93633 
Removable handle for easy transporting. i a Az F 
Automatic valve prevents eeecadine | 4% {iA TenCapocity 
Full swivel rear casters and lifting cap for 
handling ease. 

» Heavy duty steel side plates for extra 
strength. 
Hydraulic pump sealed for protection 
and long life. 


The Walker racing jack is a specially de- 
signed dual purpose jack. It’s perfect for 
the track or strip because the oversize 
hydraulic pump gives a 30 percent faster 
lift. With its compact size and easy handl- < 
ing, it doubles as a fine garage and 
service station jack. 

Lift cap can be locked in the optimum 


position. 93635 . 
Skid plate and wide front wheels prevent 4-1/4 Ton Capacity 
sinking. 
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Automatic valve prevents overloading. 
Removable handle with knurled section 
for good gripping. 

Rugged steel chassis and bellcrank. 
After raising the vehicle, ALWAYS suppor it 
with jack stands before getting under it for 
any reason. These jacks are designed for 
lifting purposes only...not for supporting 


loads. ‘ : 
= 9 
r 5 77 TAHT N - ; 
Low High Chassis Front Caster | Shipping 1 y Ni 
PART | Capacity | Pickup | Lifting | Power Cap Handle | Chassis Height Wheel | Wheel Weight \, 
NO. (Ibs.) Height Point Raise Size Length Length (Max.) (Dia.) (Dia.) (Ibs.) 
See 1B fo np + : 
93632 3000 3%" 20” 16%" 6%” Sq. a0! 28%4"" 63%" 3%" 22" 100 
att TERA + 1 DEES SAVED OGTR SSSR Sei eS Eee 4 : 
93630 3000 4” 20%" 16%" 6%" Sq. 50” 2834" 6%" 4Y_!" 2%" 100 : 
= 4 + ARH 4 
93633 2500 4%" 18” 13%" 5%" Dia. 50” 26%! 6%!" 3%" 2%" 74 | 
s | LG vi coe S 
93635 2500 4%" 18” 13%" 5%" Dia. 41” 2614" 6%" 33%!" 242" 80 ; 
AS 2 18 BLN! be a we ‘ 
| 
4 For safe and proper use, always consult instructions accompanying product. 
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93663 2 Ton Capacity 


The two jacks shown on this page are de- 
signed for the bigger lifting jobsin service 
stations, garages and car dealerships. 
Farm operators and light truck fleet 
operators also find many uses for these 
Walker jacks. The following features apply 
to both jacks. 

Full swivel on rear casters and lifting cap 

for easy maneuvering. 

Extra strong steel side plates resist stress 

and twisting. 

Large control knob for load release. 

Automatic valve prevents overloading. 

Hydraulic units are sealed to keep out 

grit, grime and moisture. 


Extra long chassis reaches under low 

overhangs to get to the job. 

3 position handle. 

Dual pump action provides speed to 

contact load and power for lifting. 
93656 Same as 93655 except that it fea- 
tures soft, yet extremely durable urethane 
wheels...for quiet movement and protec- 
tion for showroom floors, carpeting or tiled 
areas. 


Walker patented “Speed-Pak” provides 
a quick, effortless lift...lets air do the work 
for you. 

Long chassis reaches under low over- 
hangs to get to the job. 

3 position handle. 


After raising the vehicle, ALWAYS support it 
with jack stands before getting under it for 
any reason. These jacks are designed for 
lifting Purposes only...not for supporting 
loads. 


] 


Low High Cap Front Caster Min. psi Shipping 

PART | Capacity | Pickup | Lifting | Power Size Handle | Chassis | Chassis | Wheel | Wheel for Rated Weight 
NO. (Ibs.) Height Point Raise (Sq.) | Length Length Height (Dia.) (Dia.) Load (Ibs.) 
93655 4000 4¥2" 25! 2042") 7Ye" 48” 48%" 7TH" 3%" 2%" aa 144 
93656 4000 44%" 25%" | 20%" | 7%" | 48” 48%" 7%" 4%" | 244" an 144 
93663 4000 42" | 25” | 20%" | 7Y2" 48” 4844" 7H" 8%" | 2ua" 130 | 160 


For safe and proper use, always consult instructions accompanying product. 
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Here are three versatile 4 ton hydraulic 
service jacks from Walker. The first one 
can be operated with air pressure or 
manually. The second is air operated 
only. And the third one is operated man- 
ually. These jacks are ideal for all auto- 
motive and light truck repair facilities. 
They share these features: 

Full swivel rear casters and lifting cap for 

easy maneuvering. 

Extra long chassis reaches under low 

overhangs to get to the job. 

Extra strong steel side plates resist stress 

and twisting. 

Large control knob for handle positioning 

(3 positions) and load release. 

Automatic relief valve prevents overload- 

ing damage to the jack. 

Hydraulic units are sealed to keep out 

grit, grime and moisture. 


Operates both manually and with air 
pressure. No matter where you are, this 
jack will get the job done. 

Walker patented “Speed Pak” provides a 
quick, effortless lift...lets air do the work for 
you. 


4 Ton Capacity 


Walker patented “Speed Pak” provides a 
quick, effortless lift...lets air do the work for 
you. 


Dual pump action provides speed to 
contact load and power for lifting. 


After raising the vehicle, ALWAYS support it 
with jack stands before getting under it for 


any reason. These jacks are designed for 4 Ton Capacity 

lifting purposes only...not for supporting 

loads. 

Low High Cap Chassis Front Caster Min. psi Shipping . 

PART | Capacity | Pickup | Lifting | Power Size Handle | Chassis Height Wheel | Wheel for Rated Weight ; 
NO. (Ibs.) Height Point Raise (Sq.) Length Length (Max.) Dia. Dia. Load (Ibs.) } 
93667 8000 442" 25” 20%” 7,2" 48” 48%" aya | 4¥Y2" 2%" | 130 195 
93664 8000 4a" 25! 20%" 7TY2" 48” 4844!" Tell 4¥2"' 2¥2" 130 195 
93657 8000 | 4¥Y2!' 25” 20%2" 7TYo" 48” 484" TY"! 4¥"' 2¥2"' — 181 


6 For safe and proper use, always consult instructions accompanying product. 
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These 410 ton capacity hydraulic service 
jacks are designed for heavy duty lifting 
work. They have been engineered for 
use in truck dealer service departments 
and fleet maintenance repair shops... 
anywhere heavy equipment is serviced. 
Rugged, heavy duly steel frame. 
Extra long chassis and handle reach 
under low overhangs to get to the job. 
Wide, roller bearing front wheels plus full 
swivel lifting cap and rear casters for 
easy maneuvering. 
Automatic relief valve prevents overload- 
ing damage to the jack. 


“Heavy Duty” 


Walker patented “Speed Pak” provides a 
quick, effortless liff...lets air do the work for 
you. 

Two-speed lifting action...soeed to con- 
tact load, power to raise it. 

Built-in water separator protects unit from 
corrosion. 

Operates to capacity with air pressure of 
160 psi. 


40 Ton Capacity 


Foot pump pedal provides fast load 
contact. 

Load can be released with foot operated 
pedal or with handle lever. 

Three position handle. 


Af 
f 


93665 93658 


—— 1" — 


After raising the vehicle, ALWAYS support it 
with jack stands before getting under it for 
any reason. These jacks are designed for 
lifting purposes only...not for supporting 


10 Ton Capacity 


loads. 
Low High Cap Chassis Front | Caster Min. psi Shipping 
PART Capacity Height Lifting Power Size Handle Chassis Height Wheel Wheel for Rated Weight 
NO. (Ibs.) Pickup Point Raise Dia. Length Length (Max.) Dia. Dia. Load (Ibs.) 
93665 20,000 | 6” paras 16” 7%" 395" 61%" 8Y2" 6” 4” 160 | 381 
93658 | 20,000 | 6 22! | 1e” | 71%" | 3056 61%" BY" 6” 4” ms | 357 | 
For safe and proper use, always consult instructions accompanying product. 7 
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Here’s a unique assortment of Walker 20 
ton capacity air operated hydraulic ser- 
vice jacks. They’re especially useful for 
fleet garages, heavy equipment repair 
shops, and over-the-road truckand trailer 
service calls. 
Compact and porable...easy to trans- 
port. 
Walker patented “Speed Pak” provides 
a quick, effortless lift...lets air do the work 
for you. 
Large semi-pneumatic rubber tires 
make them easy to move around. 
Two-speed lifting action...soeed to con- 
tact load and power fo raise it. 
Automatic relief valve prevents overload- 
ing damage to the jack. 
Built-in water separator provides corro- 
sion protection. 


Low height version for lifting loaded trail- 
ers and trucks by axles. 


Medium height version for contacting 
suspension and frame lifting points. 


93734 
20 Ton Capacity 


93730 
20 Ton Capacity 


DMNer Ps 


93729 
20 Ton Capacity 
Extra high pick-up height for lifting iim 
loaded trailers by body frame members. | ay 4 
i ‘ i 48 Ye!" 
93269 V-block adapter used on 93734, 
93730, and 93729 for lifting on axles and | ‘ 
other curved surfaces. ah ' 2745" 26% 
After raising the vehicle, ALWAYS support it meee 
with jack stands before getting under it for im 16 
any reason. These jacks are designed for 9%" 
lifting purposes only...not for supporting t ’ : Same; 1 Same: 
loads. 93734 93730 93729 
Low High | Min. psi Shipping 
PART | Capacity | Pickup | Lifting | Power | Extension Ram Base Handle | for Rated Weight 
NO. (Ibs.) Height Point Raise | Screw Diameter Size | Length | Load (Ibs.) 
93731 40,000 9%" 17%" 5%" | 27%" | 236"! 8" x 5¥2"" 50” | 140 88 
93730 | 40,000 16” 2742" 11%" _ 2%" 8 x Sve 50” P “140 112 
93729 40,000 263%4" 48%_"" r 219%" —_— 24%" AR Sat 40” 140 | 128 


8 For safe and proper use, always consult instructions accompanying product. 


4-1/2 Ton Capacity 


Walker end lifts are specially designed 

for high lifting and convenient servicing 

of late model cars. They areideally suited 
for car dealers, service stations andrepair 
garages. 

e These jacks, with an extra wide saddle 
spread (19” to 64-4/2”) and 4-position 
lifting saddles are designed to pick up 
early as well as late model cars. Lifting 
saddles are included with end lifts. 

e Ribbed rubber pads (4” x 7”) on saddles 
assures maximum grip andload contact. 

e Multi-position locks prevent accidental 
lowering under load. 

e V-bar support base provides maximum 
stability. 

e Arms fold up for compact storage and 
easy maneuverability in work areas. 

e Hydraulic unit is enclosed and protected 
in steel column. 


%SLO0 + As Turns aT ‘ 
93688 1-1/2 Ton Capa 


if 
Hydraulic End Lift 


e 8” semi-pneumatic tires provide easy 
maneuvering. 

e Spring loaded front casters permit base 
to contact ground under load for extra 
stability and support. 


93690 1-4/2 Ton Ca 
| 


Hydraulic Roll-Tc 


e Two load bearing wheels up front allow 
jack to roll to the car. 

e Two swivel casters at the rear make 
maneuvering easy. 


93795 High lift adapter provides added 
lifting range from 57” to 83” for under hoist 
jobs (OPTIONAL). 

93268 4-point lifting saddles included with 
93688 and 93690. 

After raising the vehicle, ALWAYS support it 
with jack stands before getting under it for 
any reason. These jacks are designed for 
lifting purposes only...not for supporting 
loads. 


Clearance Shipping 

Power Saddle (Lifting column to Weight 
F Raise Spread front of saddle) (Ibs.) 
2634" 19-6442" 157 186 


For safe and proper use, always consult instructions accompanying product. 9 


Walker air operated end liftsare specially 
designed for high lifting and convenient 
servicing of late model cars. They are 
ideally suited for car dealers, service sta- 
tions and repair garages. 

e Air operation provides an effortless lift. 
Two stage air valve permits selection of 
desired lifting speed. 

e These jacks, with an extra wide saddle 
spread (19” to 64-41/2”) and 4-position 
lifting saddles are designed to pick up 
early as well as late model cars. 93268 
lifting saddles are included with end lifts. 

e Ribbed rubber pads (4” x 7”) on saddles 
assure maximum grip andload contact. 

e Multi-position locks prevent accidental 
lowering under load. 

e V-bar support base provides maximum 
stability. 

e Arms fold up for compact storage and 
easy maneuverability in work areas. 


93689 1-1/2 Ton Capacity 

Air Operated End Lift 

e 8” semi-pneumatic tires provide easy 
maneuvering. 

e Spring loaded front caster permits base 


to contact ground under load for maxi- 
mum stability and support. 


93691 1-4/2 Ton Capacity 
Roll-To-Car Air Operated End Lift 


e Two load bearing wheels up front allow 
jack to roll to the car. 

e Two swivel casters at the rear make 
maneuvering easy. 


93268 4-point lifting saddles included with 
93689 and 93694. 


After raising the vehicle, ALWAYS support it 
with jack stands before getting under it for 
any reason. These jacks are designed for 
lifting purposes only...not for supporting 
loads. 


Low High Min. psifor | (Lifting col. | Shipping 
PART | Capacity | Pickup | Lifting | Power Saddle Rated Load to front of Weight 
NO. (Ibs.) Height Point Raise Spread Clearance saddle) (Ibs.) 
93689 3000 g” 36%” 27%" 19-6442" | 135 14” 194 


93691 3000 9%4" 37” 27%" 


19-6472" al 


135 


14! 


40 For safe and proper use, always consult instructions accompanying product. 


93689 
4-1/2 Ton Capacity 


93694 
1-4/2 Ton Capacity 


93686 Pressure/Load Chart 


Air Pressure, P. S. I. 


150 5000 Ibs. 
130 4300 Ibs. 
100 3250 Ibs. 


EH 


93686 2-1/2 Ton Capacity Air 
Operated End Lift 


Wide reach and easy maneuverability 
make this an excellent jack for service 
stations, car dealers, garages and light 
truck maintenance shops. 


e Specially designed for convenientservic- 
ing of early and late model cars and 
light trucks. 

e Ribbed rubber pads (4” x 7”) assure 
maximum grip and load contact. Saddle 
adapters are specially designed for slot- 
ted bumpers. 

e Maneuvers easily with spring loaded front 
caster and 6” rubber wheels. 

e Double locks with 12 positions prevent 
accidental lowering. 

e Air hose may be disconnected for other 
uses. 

e Lifting arms fold for compact storage. 


93249 4-point lifting saddles included with 
93686. 


PART | Capacity 
NO. (Ibs.) 


93827 1-3/4 ton capacity 


After raising the vehicle, ALWAYS support it 
with jack stands before getting under it for 
any reason. These jacks are designed for 
lifting purposes only...not for supporting 
loads. 


93264 Optional 
front end frame 
lifting adapter 


Low Pickup Height High Lifting Point 


PART | Capacity 
w/Adapter | w/o Adapter | w/Adapter | w/o Adapter 


Min. psi Clearance Shipping 
for Rated | (Lifting column to | Weight 
Load front of saddle) (Ibs.) 


Saddle 
Spread 


19¥%2"-64¥2""| 150 1436” 


Distance 


Between 
Lifting 


93827 1-3/4 Ton Capacity Air 
Operated End Lift 


Walker's high reaching end lift will lift a 
car by its axle or front frame cross mem- 
ber. The high lift provides extra work 
space under the vehicle and will free 
your hoists for other jobs. 


e Heavwy gauge steel channel and I-beam 
construction. 

e Stores in an upright position...requires 
less than 3’ x 3’ of floor space. 

e Wide spread lifting arms assure load 
stability at highest raise. 

e Includes 93264 adapter designed to 
reach under low vehicles for lifts on front 
frame cross member. 

e Twin air tanks offer low silhouette for 
minimum interference with bumpers, gas 
tanks, axles, hitches. 

e Twin locks engage automatically during 
lifts. 

e Air hose may be disconnected for other 
uses. ; 

93264 optional front end frame lifting 

adapter. 


Min. 
psi for | Shipping 
Chassis | Chassis | Max. Rated | Weight 


Length Height Width Load (Ibs.) 


Te" 55” 53%" 47¥2"" 


19%" 


6614" 8034" 35% 35! 145 560 


For safe and proper use, always consult instructions accompanying product. 44 


End Liffs 


93692 7 Ton Capacity Air 
Operated End Lift 


This Walker end lift is designed, engi- 
neered and constructed for heavy duty 
lifting. It can handle the big jobs in truck 
fleet maintenance garages, truck dealer 
repair shops, and anywhere heavy equip- 
ment is serviced. 

e 6” spring loaded front caster is not con- 
nected to the lifting arm assembly. The 
jack has full mobility and can be re- 
aligned at any time before load contact 
is made. 

e 10” fully pneumatic rubber wheels at the 
rear make maneuvering easier. 

e Saddles rotate in 90 degree increments 
for either bumper or framelifting. Saddles 
adjust to 10 different heights. 

e Lifting arms telescope for compact 
storage. 

e Twin locks with 7 positions prevent acci- 
dental lowering. 

e Approximate overall dimensions:59-1/2” 
high, 28” wide, 35” deep. 

e Air hose may be disconnected for other 
uses. 


After raising the vehicle, ALWAYS support it 
with jack stands before getting under it for 
any reason. These jacks are designed for 
lifting purposes only...not for supporting 
loads. 


93692 
7 ton capacity 


42 For safe and proper use, always consult instructions accompanying product. 


Transmission Jacks 


Walker 93714 and 93716 
Transmission Jacks 


Easily handle all passenger car automa- 
tic transmissions. Real time and labor 
savers for car dealers, service stations, 
automatic transmission specialists, and 
repair garages. 

e Aligns splines and bolt holes...easily ad- 
justed to .030 inch or less. 

e Maneuvers and positions easily with four 
full 360 degree swivel ball bearing 
casters. 

e Wide support base provides stability. 


93246 


93714 . 
1/4 ton capacity 


93258 Optional adapter available for To- 
ronado and El Dorado transaxles. 

93246 Optional adapter available for 1962 
and earlier Power Glide transmissions. 


937441 1/4 Ton Capacity 
Mechanical Transmission Jack 


Completely mechanical operation gives 

micro-accurate adjusting, tilting, lower- 

ing and raising. 

® Lifting head tilts 75 degrees forward, 18 
degrees backward, and 10 degrees 
sideways, right or left. 

e A chain plus an assortment of pick up 
blades are included to hold a wide 
range of old and new transmissions. 


93716 1/2 Ton Capacity 
Hydraulic Transmission Jack 


Designed to handle all passenger car 
and most light truck automatic transmis- 
sions. Its smooth hydraulic operation per- 
mits precise raising and lowering. 

e Lifting head tilts 60 degrees forward, 18 
degrees backward and 12 degrees 
sideways, right or left. 

\ e Double pump handle allows jack to be 

4/2 ton capacity ™ operated from either side. 


| Low | High Lifting Lifting Caster 1 Shipping 
| PART | Capacity | Pickup | Lifting | Head Size | Head Size Wheel | Forward | Rearward [Sideways , Weight 
NO. (ibs.) Height | Point (max.) (min.) : Dia. Tilt : Tilt 4 Tilt : 


1 h : | ae 


~ 1000 27%" |16%4"'x16%"|10%"x 10%") 3314” 2%" | 60° 


For safe and proper use, always consult instructions accompanying product. 13 


Transmission Jacks 


93714 1/4Ton Capacity 
Hydraulic High Lift Transmission 
Jack 


Easily handles all passenger car automa- oe A, 
tic transmissions. Two stage hydraulicram Ms 
provides high raise..excellent for use 

under hoists for car dealers, service sta- 

tions, and automatic transmission spe- 

cialists. 


e Wide angle tilt range for perfect align- 
ment — 80 degrees forward, 18 degrees 
backward, and 10 degrees sideways, 
right or left. ; 

e Foot operated pump and release leaves 
operator's hands free for adjustments. 

e A chain plus an assortment of pickup 
blades are included to hold a wide 
range of old and new transmissions. 

e Wide 38” x 38” base with 4 full swivel ball 
bearing casters provide stability and 
easy maneuvering. 


93714 1/4 ton capacity 


» 93258 93246 


93258 Optional adapter available for To- 
ronado and El Dorado transaxles. 

93246 Optional adapter for Power Glide 
transmissions. 


937412 1/2 Ton Capacity 
Mechanical Transmission Jack 


Designed to handle the intermediate 
sizes of truck transmissions. 


e Rugged frame set close to the floor for 
extra clearance. Low 3” saddle pickup 
height. 

e Convenient ratchet handle is designed 
for close tolerance work and one man 
operation. 

e Four large ball bearing casters are set 
wide for stability...full 360 degree swivel 
for easy maneuvering. 


Low | High Caster Ce Shipping 
PART | Capacity | Pickup | Lifting Lifting Wheel Chassis | Chassis | Forward | Rearward| Sideways | Weight 
NO. (Ibs.) Height | Point | Head Size | Diameter | Length Width — Tilt Tilt Tilt (Ibs.) 
saree | wooo | [am frorsiowr| amy [er [ane [=P P| 


14 For safe and proper use, always consult instructions accompanying product. 


Transmission Jacks 


Walker 4 Ton Capacity 
Transmission Jacks 


Designed for truck dealers, fleet main- 
tenance shops, and heavy duty transmis- 
sion repair centers. Easily adapted for 
handling differentials and torque con- 
verters. 


e Low frame design easily clears under 
carriage obstacles...especially handy 
when working on cab-over-engine 
trucks. 

e Lifting head and adapter mechanism 
tits 10 degrees right, left, forward or 
backward. Adjustments can be made by 
hand or with a 1/2” square drive socket 
wrench. 

e 4” full swivel roller bearing casters make 
dollying easy. 


937415 1 ton capacity 


AMG et ee 
| | 93250 Optional differential adapter avail- 
. able. 


932541 Optional Allison automatic transmis- 
sion adapter available. 


937415 14 Ton Capacity 
Mechanical Transmission Jack 


Ball bearing screw allows incremental 
height adjustments with minimum handle 
effort. 


93717 1 Ton Capacity Hydraulic 

Transmission Jack 
Smooth, hydraulic operation permits pre- 
cise positioning. Double pump handle 
allows jack to be operated from either 
side. 


4 


~~ #—=2 High Lifting r 
PART | Capacity | Pickup | Lifting | Head Size Wheel 
| NO. | Height | Point | (Max. Sq.) 


fe aes 
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Presses 


93615 10 Ton Capacity 
Bench Press 


e Straightens, bends, holds, presses. 

e Removes and installs gears, bushings, 
universal joints, wrist pins, pulleys, etc. 

e Compact, bench mounted. 

® Includes frame, ram adapter and 93247 
bearing safety shield as standard 
equipment. 


Suggested Body-Jak compo- 
nents to be used with 93615 
bench press: 


4. 93535 10 ton capacity Body-Jak™ unit... 
or 

2. 93102 10 ton capacity Body-Jak™ pump, 
931411 standard ram or 93112 long ram, 
93186 hose, and 93184 hose half quick 
coupler...or _ — 

3. 93103 air operated hydraulic Body-Jak ™ f coe 
pump, 93111 standard ram or 93412 : | sat 
long ram, 93186 hose, and 93184 hose 
half quick coupler...or 

4. 93104 air operated hydraulic Body-Jak™ 
pump, 93114 standard ram or 93112 
long ram, 93186 hose, and 93184 hose 
half quick coupler. 


93615 
40 Ton Capacity 


Optional accessories for 
93615 bench press: 


93244 Bearing separator support set 


93247 Bearing safety 
shield. (One is included 
with 93615 press.) 


93490 Body-Jak gauge and appropriate 
3/8” fittings (93199 tee and 93191 close 
nipple) 


Shipping 
Weight 
(Ibs.) 


100 


Capacity Base Press Bed 
(Tons) Height | (Width) (Width) 


Press Bed | Working Range 

(Depth) (Ram to Bed) 
5%" *14144"' to BY" 
"14a toa” 


10 26%2" | 20%” | Outside—18” 
Inside—15” 


*w/93111 **w/93112 
16 For safe and proper use, always consult instructions accompanying product. 


93616 
15 ton capacity 


93247 
Bearing safety 
shield. (One is in- 
cluded with 93616 
press.) 


93259 
Hydraulic pressure 
gauge and hex 
connector for 93230 
15 ton capacity 
press jack. 


Extra arborplatesfor Bearingseparator Bearing separator 
93616. (One set in- | adapter for bear- support set. 
cluded with press.) ings, pulleys, gears. 


Presses 


S| (| 93616 45 Ton Capacity 
SS | Hydraulic Shop Press 


= Designed for automotive, industrial and 
Hy general shop work. This press straightens, 
bends and presses. 

e Removes and installs gears, axle bear- 
ings, bushings, universal joints, wrist pins, 
pulleys, drive shaft bearings and handles 

d many other jobs. 
e Includes frame, press bed and arbor 
| plates (3” x 7-3/4” x 1”) with adjustable 1” 
a and 2” cutouts to position shafts up to 2” 
i in diameter. 
io e Also includes 93247 bearing safety shield 
i as standard equipment. 


is ‘ e Ram retracts automatically by enclosed 
‘ 4, return springs when release valve is 
: opened. 
Py i) e 5” adjustable press bed has nineworking 
positions at 4” intervals. 
ri e 4” rigid channel steel frame. 
e Compact 26-3/4” x 30” base. 
ay e Steel cross brace prevents spreading 


. under load. 


Shipping 
Ram Working Range | Weight 
Travel (Ram to Bed) (Ibs.) 


5¥e"* Min. 2%" 210 
Max. 34%’! 


Press Bed 
(Depth) 


Press Bed Base 
(width) (Depth) 


pr | Capacity Base 
(tons) (width) 
93616 2634!" 


*w/93230 


Outside—29” 30” TVo" 
Inside—23%4" 


Optional Accessories 


93242 93254 93244 


93230 15 ton capacity press jack. Specifi- 
cally designed for use in 93616 press. 
e Automatic relief valve provides protec- 


Las tion against overloading the equipment. 

93617 93260 e Mounting holes are provided in the base 

Extra press bed (5” Short ram for extra of the jack so that it can be bolted se- 

channel) long shafts. curely into the press. 
Effective Shipping | 

PART Capacity Height Maximum | Power Ram Ram Area Base Handle Weight Handle 
NO. (Ibs.) (Closed) Height Raise | Diameter | (Sq. In.) Size Length (Ibs.) No. 
93230 30,000 Apt 15%" 5%" 1%" 2.59 | 494" x72" 2042" | 26 10667 


For safe and proper use, always consult instructions accompanying product. 17 


Presses 


93618 25 Ton Capacity 
Hydraulic Shop Press 


Engineered for heavy duty automotive, 
industrial and general shop work such as 
bending, straightening, holding and 
pressing. 

e Removes and installs gears, axle bear- 
ings, bushings, universal joints, wrist pins, 
pulleys, drive shaft bearings and per- 
forms many other jobs. 

e Includes frame, press bed and arbor 
plates (3-1/2” x 9-4/4” x 1-4/2”) with ad- 
justable 1” and 2” cutouts to position 
shafts up to 2” in diameter. 

e Also includes 93247 bearing safety shield 
as standard equipment. 

e Ram automatically retracts by enclosed 
return springs as release valve isopened. 

e 5” rigid channel steel frame. 

e 6” adjustable press bed has ten working 
positions at 4” intervals. 

e Rugged steel ram. 

e Steel cross brace prevents spreading 
under load. 

e Compact 26-3/4” x 36” base. 


93618 
25 ton capacity 


Travel 


PART | Capacity Base Press Bed Press Bed | Ram 
NO. (tons) Height | (width) (width) (depth) 
93618 rachis 75! 26%" | Outside—29%”" 9%" 7T%"'* 
Inside—23%4” 
*w/93234 


2 RROD HAIN 


93234 25 ton capacity press jack. Specifi- 

cally designed for use in 93618 press. 

e Automatic relief valve provides protec- 
tion against overloading the equipment. 

e Mounting holes are provided in the base 
of the jack so that it can be bolted se- 
curely into the press. 


Working Range 
(Ram to Bed) 


Min.—3%2” 
Max.—39¥2/ 


93247 
Bearing safety 
shield. (One is in- 
cluded with 93618 
press.) 


93243 
Extra arbor platesfor 
93618. (One set in- 
cluded with press.) 


Extra press bed (6” 
channel). 


ae 


93275 
Bearing separator 
adapter for bear- 
ings, pulleys, gears. 


Effective Shipping 
PART Capacity Height Power | Maximum |Ram Area Ram Base Handle Weight Handle 
NO. (Ibs.) (Closed) Raise Height (Sq. In.) |Diameter Size Length (Ibs.) No. 
93234 50,000 10%” 7TH" 1812" 2%" We am ack 20%" 45 10667 


48 For safe and proper use, always consult instructions accompanying product. 


93244 
Bearing separator 
support set. 


93262 
Hydraulic pressure 
gauge and hex 
connector for 93234 
25 ton capacity 
press jack. 


Specialized Equipment 


Walker Engine Stands 


Perfect for auto mechanics, engine re- 
builders, auto hobbyists and amateur 
professional racers. 

e Long handle, used with any of the heads, 
helps the mechanic rotate the head to 
the desired position. 

e Head swivels 360 degrees for easy ac- 
cessibility to any part of the engine. 
Chained lock pin can be inserted to lock 
the head at 45 degree increments. 

e Adjustable mounting arms permitattach- 
ments to regular engine mounting holes. 
Each stand includes 8 high strength en- 
gine mounting bolts (4) 3/8” x 4” Lg. and 
(4) 7/16” x 4” Lg. 

e Full swivel, ball bearing casters provide 
easy maneuvering under load. 


93770 
standard engine stand 


93770 Standard Engine Stand 


e Full 750 Ib. capacity 
e Stand includes basic engine head and 
8 engine mounting bolts. 


93774 


heavy d i 
eavy duty engine stand 93774 Heavy Duty Engine Stand 


Specially designed for heavy duty use in 
truck fleet maintenance shops and truck 
dealerships. 

e With 1250 Ib. capacity, this stand easily 
handles heavier truck engines, transmis- 
sions and differentials. 

3 e Stand includes the heavy duty engine 

Om head and 8 engine mounting bolts. 


Optional Accessories 


93282 transmission head 
e Fits Walker 93774 engine stand only. 
e 500 Ib. capacity. 
e Shipping wt. — 10 Ibs. 


93283 outboard motor head 


fst e Fits both Walker engine stands. 
a e Handles all outboards built to date plus 
i = - some inboard/outboard drives. 
= = as e 3/4” wood face backed with a 3/8” steel 
jean) é plate. 
284 e 750 Ib. capacity. 
Wil edapier ~ 93282 93283 outboard ° Shipping wt. — 24 Ibs. 
transmission head motor head 


93284 VW adapter 
e Adapter fits both Walker engine stands 
for mounting any VW air cooled engine. 

e Shipping wt. — .5 Ibs. 


PART | Capacity | Height 
NO. (Ibs.) (In.) 


93770 35.25 


VW adapter in use 


For safe and proper use, always consult 19 
instructions accompanying product. 


Specialized Equipment 


Walker 1/2, 3/4, 4and 2 Ton son ee 


Capacity Cranes = 
These shop cranes are ideal for a variety —* «|: | 
of automotive, fleet, industrial, farm and a | 


airport applications. 


e Hydraulic operation and long pump 
handle provide easy lifting. 
e Wide base provides good stability under J 
load. 
e Ball bearing swivel base (except for eo 
93806) and removable handle provide 
flexibility in operation. 
e Sensitive release valve provides con- Boom 
trolled load lowering. melght 93806 1/2 ton capacity 
e Multiple boom length adjustments. 93809 3/4 ton capacity 
e Large roller bearing front wheels and full 938412 1 ton capacity 
swivel ball bearing rear casters provide 93815 2 ton capacity 
easy maneuvering. 
e 93806 and 93809 come with grab hook. 
93812 and 93815 come with slip hook. 


Overall 
Height 


Optional Accessories y 3 


| 
=— Base 
Width 


ac) eg 
{—— 


ms 


Fi 
é > 
7 % 


\, 
¢ 93271 ¥, 


& Sling adapters S, Swivel hooks ro 

i wil pea 
93255 Five foot chain with slip and grab 
hook. Shipping wt. - 4 Ibs. 93255 93256 


93256 Barrel hooks. Chain spreads 52 
inches with eye bracket. Shipping wt.-6 Ibs. 


Swivel Hooks 
PART Fits Capacity Shipping 
NO. Crane No. (Ibs.) Weight 
93806 1500 144%2"" 
93809 


Sling Adapters 


PART | Capacity | Chain ii Lifting Eye 
NO. (Ibs.) Length i Opening 


Shipping 
Weight 


93270 


93271 


1%" Dia. 


1%” Dia. 


Capac- Base Length Front | Caster 
PART ity Boom ity Boom Height Overall | Width Base Inside | Wheel | Wheel Shipping 
Position Max. Min. Height | (front) | Length Legs Dia. Dia. Wt. (Ibs.) 


26” | 41%" 


93806 | Y2 ton #2 600 98” 22%" 46” 62” 
#3 300 108” 14%" 57" 
8” 66” 


: ; : = 


577 


28” 52%" 
26” 56%4"" 
19%" | 6734" 
40” gi" 


93809 | % ton #2 68%" | 31%” | 66%" | 5156” 


32%" | 59¥2!7 
31” | 6134" 
27%." | 67¥2" 
20” 80” 
gr” g5” 


93812 1 ton #2 35%” 54%" 


131” 
3000 136” 
2000 141” 
1500 143%2"" 
162” 


52! 
49%" | 72" 
47" 78” 
452" | 81%! 
41” 


93815 2 ton 46%2" | 88%" | 67%" 


20 For safe and proper use, always consult instructions accompanying product. 


Specialized Equipment 


93803 1/2 Ton Capacity 
Truck Mounted Crane 


This specialized crane will easily raise or 
lower heavy, bulky items. Ideal for a wide 
variety of automotive, fleet, industrial, 
farm and airport applications. 


e Hydraulic operation and special handle 
design provide easy lifting. 

e Sensitive hand controlled release for low- 
ering load. 

e Telescoping boom. 


e Includes the 93454 mounting well. 


C™P Las 


93803 1/2 ton capacity 
Optional Accessories 


Sling adapters 


Sling Adapters 


PART | Capacity | Chain Lifting Eye Gear | Shipping 
read (Ibs.) Length Opening ae ee 


” 
60” 


93256 


93255 Five foot chain with slip and grab 
hook. Shipping wt. —4 Ibs. 


93256 Barrel hooks. Chain spreads 52 
inches with eye bracket. 
Shipping wt.— 6 lbs. 


93454 Extra mounting well. (Oneis included 
with 93803 crane). Shipping wt.—‘18 Ibs. 


PART Boom Capacity Boom ip Overall i Shipping 
NO. Capacity | Position (Ibs.) Max. Height Wt. (Ibs.) 
81 Yo w” 
93803 Y2 ton - 84” 
#3 90” 


For safe and proper use, always consult instructions accompanying product, 2A 


Specialized Equipment 


3/4 Ton Capacity and 1-1/4 Ton 
Capacity Wheel Dollies 


Designed for easy removal, installation 

and handling of dual wheels and large 

single wheels. 

e Handles wheels and tires up to 52” in 
diameter. 

e Hydraulic lifting power for easy opera- 
tion. Carriage guides on four rollers for 
smooth vertical lifting. 


93225 1-4/2 ton capacity portable hy- 

draulic jack is included with wheel dol- 

lies. Jack can be removed for other jobs. 

e Carriage arm rollers (with self-lubricating 
bearings) allow tire rotation for easy lug 
alignment. 

| e Load levelers (on 93765 only) aid proper 

alignment...and reduce the risk of 

} smashed bearings and grease seals. 

e Wide frame and lifting carriage for sta- 
bility. 

e Full swivel ball bearing casters for easy 
maneuvering. 


e Built-in tool and parts tray. 3/4 ton capacity 


Load levelers on 93765 


Length of |Spread of | Caster Shipping 

PART | Capacity Lift Lifting Lifting Overall | Overall | Overall Wheel Weight 
NO. + (Ibs.) Range Arms Arms Length | Width Height | Diameter (Ibs.) 

pans | eet_formr [ar | or [eee [or [oe | or | oe 


22 For safe and proper use, always consult instructions accompanying product. 


Specialized Equipment 


93279 Door and 
bumper handler 


Here’s a Walker service jack attachment 
designed specifically for car dealers and 
body shops. It fits and holds all doors, 
bumpers and station wagon tailgates. 

Attach it to a floor service jack (1-4/2 ton 

or larger) and use if for installing or re- 

moving any of these large, heavy, body 
parts. 

e Fits all energy absorbing bumpers (in- 
cluding those with bumper guards), con- 
ventional bumpers and “V” bumpers. 
Fits all car doors and tailgates, too. 
Adjustable arms spread wide (30”) for 
maximum stability for car doors, tailgates 
and bumpers. Arms may be retracted to 
clear bumper guards. 

With the door and bumper handler, one 
man can easily install or remove doors, 
bumpers or tailgates. Large “T” handle 
lock secures the door and bumper 
handler to a 1-1/2 ton or larger floor ser- 
vice jack in seconds. 
Grips doors, tailgates and bumpers firmly 
with padded individually adjustable 
chains. Fine adjustments are provided 
on the extra-long, door-carrying handle 
93279 tube and on the column. 
In position for bumpers. Padded carriage arms, hooks and 
chains prevent damage to tender areas 
of expensive doors, bumpers and tail- 
gates. 
Large square steel tubing used for car- 
riage and column provides extra strength 
and rigidity. 
Shipping weight — 33 Ibs. 


Y 


GoM 


Se a ms ed 


Ep 93279 
In position for doors. 


For safe and proper use, always consult instructions accompanying product 


Portable Hydraulic Jacks 


1-1/2, 3, 5,8, and 12 Ton 
Capacity Portable Hydraulic 
Jacks 


For construction, industrial, agricultural 
and automotive jobs..for lifting, pushing, 


93225 |B 


1-4/2ton capacity gi» 
pt 


bending and straightening. Sy me H 

e Extra strong ribbed base. Bullet-shaped ‘ed | 
tank distributes load evenly. | s| g 

e Hydraulic bypass circuit prevents ram So Fi N 
over-travel. thi i mace NN 

e Pump and ram are centered for good ee 
balance and easy handling. 

e Jacks can be operated horizontally. 

e The bases of these jacks are pre-tapped — 
to accept pressure gauges. 93227 By, 


‘| 
Ston capacity itm 


e Handle included with each jack. 


93238 1-1/2 Ton Capacity 
High-Lift Hydraulic Jack 


A multi-purpose jack designed for lifting, 

pushing, pulling, stretching and straight- 

ening. 

e Long, flexible chain with hook conforms 
to bumper contours. 

e Ideal for many farm uses. 

e For best pickup height, chain adjusts from 
2-1/4” to 17-1/4". 


. 
# 


y 


A 


Leterrier otereereertoonanrsaatlie 
ba 


SPs. 


a. 
va 


e Long handle reduces pumping effort. \ 
e Hydraulic bypass circuit prevents over- # ¥ 
travel. 

‘ EP 93229 

93239 1-1/2 Ton Capacity <3) 12ton 


High-Lift Hydraulic Jack 


Aversatile jack for pushing, bending and 

straightening jobs in farm or industrial 

applications. 

e Knurled end in ram caneasilybe pressed 
into your cap or adapter. 

e Long handle reduces pumping effort. 

e Operates in a vertical or horizontal po- 
sition. 


enc 


A 1 U 4 capacity 


After raising the vehicle, ALWAYS support it 
with jack stands before getting under it for 
any reason. These jacks are designed for 
lifting Purposes only...not for supporting 
loads. 


8 ton capacity 


93238 
1-1/2 ton 
capacity 


93226 
3 ton capacity 


93228 


ah 
1 


Effective 


Shipping 


69 
11 She" x 64" 


1%" 20%" 


Capacity Height Ram Area Base Handle Weight Handle 
(Closed) Raise (Sq. In.) Size Length (Ibs.) No. | 
" 


4 


4V4"" x 650" | 202" 


1 
136” 1.63 


” 


ave x eve | 20vey 


16,000 


n ” 
eC 


| 3000 | 22m" ~| — | 30%” [17m] 34” 69 3!" x 5%!" 
93239 | 3000 | 21%” | — | gem” | 17%" 69 | 3” x5%” 


*Lifting Ranges: Hook — low, 2%4/-19¥%2"; high, 171%4"’-34%2". Top of ram: 221/2/'-3934". 


24 
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Portable Hydraulic Jacks 


93604 i 
30 ton capacity ~—¥ 


93602 
50 ton capacity 


20, 30, 50, and 100 Ton 
Capacity Heavy Duty Portable 
Hydraulic Jacks 


93233 20 Ton Capacity 
Portable Hydraulic Jack 


Designed for use on large industrial and 
heavy equipment applications. 


e Positive load control with concentrically 
grooved lifting cap. 

e Can be operated in horizontal position. 

e Solid machined steel base is tapped to 
accept 93262 hydraulic pressure gauge 
..ideal for work requiring accurate pres- 
sure readings. 

e Countersunk release valve prevents dam- 
age or accidental load release. 

e Handle included. 


30, 50 and 100 Ton Capacity 
Portable Hydraulic Jacks 


e Automatic relief valve provides overload 
protection. 

e Dual release valves operate from either 
side. f 

e Self-leveling cap. 

e Two speed pump...speed to contact 
load, power fo lift if. 


93603 7 After raising the vehicle, ALWAYS support it 


400 ton capacity 


with jack stands before getting under it for 
any reason. These jacks are designed for 


lifting purposes only...not for supporting 
loads. 


Effective 


Shipping 


| PART Capacity Height Ram Base Handle | Weight | Handle 
| NO. (Ibs.) (Closed) Diameter Size Length (Ibs.) 
| 2%" =| 5%" x7" | 20%" 46 


2ie7t 8Y2" x 6” we 


336” 10” x7" 126 


200,000 


4Vq ” 


12" x ote" 


232 
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Jack Stands 


2, 2-4/2, 3,5 and 7 Ton 
Capacity Jack Stands 


Walker jack stands are a must for every 
maintenance and repair shop...and 
everywhere lifting equipment is used. 
Jack stands are designed for use in pairs! 


93505 2 ton capacity jack stands 

93516 5 ton capacity jack stands 

935419 7 ton capacity jack stands 

e Large bases with sure-grip corners. 

e Strong, rigid, pressed steel frame con- 
struction. 

e Convenient release and carrying handle. 

e Sturdy rack bar for positive contact and 
support. 

e For load suppor, the holding dog en- 
gages teeth in rack bar. 


93506 3 ton capacity 

low-height jack stands 

93510 3 ton capacity 

high-height jack stands 

e Ribbed square base for firm support... 
even on soft surfaces. 

e Heavy gauge steel construction. 

e Large suppor caps. 

e Support pin attached with a chain. 


93513 2-4/2 ton capacity rocker jack 

stands 

e Specially designed for use with end lifts. 
The cap tilts as vehicle is raised or 
lowered. 

e Support pins for height adjustment are 
chained to stands. 

e Extra large base provides firm support... 
even on soft surfaces. 


93504 2 ton capacity fixed height jack 
stands 

e Heavy gauge steel construction. 

e Ribbed square base offers firm support. 


93450 Heavy Duty Wheel Chocks 


According to OSHA standards, all loading 
dock facilities must have truck wheel 
chocks available. Walker wheel chocks 
comply with OSHA recommendations. 


e Rugged, all-steel construction. 

e 6” x 10” base plate is lug-patterned for 
sure gripping. 

e Each chock comes with a 15 ff. chain 
and J-shaped wall mounting bracket. 
One end of the chain can be fastened to 
the hanging bracket. Chock can be at- 
tached to other end of the chain. This 
assures Convenient storage and protec- 
tion from loss. 


heavy duty wheel chocks 


93505 93516 
2 ton capacity 5 ton capacity 


pe 


ji 


93506 93519 
3 ton capacity 7 ton capacity 


93510 93513 
3 ton capacity 2-4/2 ton capacity 


at 


93450 ) 93504 


4 


2 ton capacity 


JACK STANDS ARE DESIGNED FOR USE IN PAIRS. 


-r 


Capacity Low Shipping 
ea. Height High Height Base Cap Weight 
(Ibs.) (w/o pins) | Height | Intervals (Ibs.) 
4,000 ea. | Fixed height @ 16%” 16 pr. 


4,000 ea. my 17%" | HN T!X9Va"! iL 4 x 5” f 


Tit x 7" 24%2" x 4Vvo" 18 pr. 


Tere 2%" x 42" 20 pr. 


e Shipping wt.— 31 Ibs. per pair. 93513 


6,000 ea | 12a" 20" 1%". 
6,000 ea. 147 a4 1%” 


5,000 ea. neh 24%" 1%" 12” dia. 4” x6” 34 pr. 
ST —___—_—__—___+ 
10,000 ea. 145%” 247%" Ya" 10" x 12%" | 1%" x5" 34 pr. 


14,000 ea. 2077 30%” 


yw" 


12%" x 15%" 


—— 
1%” x 5%” 
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Jack Stands 


» | —H 
- 
93780 | if 


P 25 ton capacity 93784 
4-1/2 ton capacity 


93779 
3/4 ton capacity 


4 
ae 


93781 
3/4 ton capacity 


10 ton capacity 


93522 10 Ton Capacity 
93522 Low-Height Jack Stands 
40 ton capacity 93525 10 Ton Capacity 


High-Height Jack Stands 


e Rugged tubular steel construction. 
e Large 16” square four legged base for 
stability and support. 


93779 3/4 Ton Capacity 
Under Hoist Stand 

93781 3/4 Ton Capacity 
Under Hoist Rocking Stand 


These Walker stands are extremely help- 
ful under the hoist. Their slim-line design 
affords maximum work space under the 
hoist and easy storage. 

e Stands can be used fo spread springs, 
free frozen shackles, and unload ball 
joints for lubrication. Use them for exhaust 
system and shock absorber replacement 
as well as other under-hoist activities. 

e Acme screw for precise height adjust- 
ment...from 54-1/4”" to 80-1/2” (26-1/4” 
of precision adjustment). 


93781 features a convenient folding foot 
pedal. 50 Ibs. force on the pedal exerts 
400 Ibs. at the cap. 


93780 25 Ton Capacity 
Trailer Stabilizing Jack Stand 


A practical necessity for warehouses, 

freight shippers, machinery movers and 

erectors, industrial suppliers, fleets and 
construction firms. 

@ This jack stand will stabilize and support 
a trailer during loading and unloading... 
whether or not the tractor is attached. 

e Solid steel saddle (4” x 4”). 

e Large, reinforced base plate offers firm 
support and stability. 

e Jack is balanced at handle for easy 
carrying. 

e Plated saddle, screw and release handle 
resist Corrosion. 


93784 1-1/2 Ton Capacity 
High-Height Jack Stand 


e Welded tubular steel construction for 
strength. 

e Large 24” tripod base for stability. 

e Lifting cap will hold 1-4/2 ton capacity 
portable hydraulic jack for special ap- 
plications. 


JACK STANDS ARE DESIGNED FOR USE IN PAIRS. 


Capacity Low 
PART ea. Height High 
NO. (Ibs.) | (w/o pins) | Height 


93522 


500 ea. 


feomooen [seer [or [me iraresar [ora 
[sass [zoonoen | ara? [oer | fervor | oraer | 

“era 
Screw Range 26%" 


Height 
Intervals 


(lb jy 


4%" x 1%" 


4x 4 oe 


= ‘Ya! x 1%" oe 
30 ‘| 24" x 24” 


*With the 93225 jack, low height is 6472", high height is 9534”. 
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Passenger Car and 
Light Truck Jacks 


934741 3/4Ton Capacity 
High Lift Scissors Jack 


Designed for compact and sports car 
lifting. 


e Ideal for frame or structural member lifts. 
e Handle doubles as a lug wrench and 
hub cap remover. 


93472 4-4/2 Ton Capacity 
Scissors Jack 


e Riveted steel link design for a stable, 
straight line raise. 

e Acme screw mounted in enclosed ball 
thrust bearing for easy lifting. 

e Long handle (49-3/4”) provides reach for 
under-axle lifting. 


93479 3/4Ton Capacity 
Tripod Bumper Jack 


e Tripod design provides firm support on 
flat or uneven ground. 

e U-channel protects Acme screw. 

e Acme screw mounted on ball bearing 
for easier handle effort. 

e Handle and legs fold for compact stor- 
age. 


After raising the vehicle, ALWAYS suppor it 
with jack stands before getting under it for 
any reason. These jacks are designed for 
lifting purposes only...not for supporting 
loads. 


93489 3/4 Ton Capacity 
Ratchet Bumper Jack 


e A well constructed jack with a reliable, 
single action ratchet mechanism. 


93494 1-1/4 Ton Capacity 

Ratchet Bumper Jack 

e Patented 7-position, spring-loaded flex 
chain fits most bumper shapes. 

e Auxiliary hook swings out for slotted 
bumpers. 

e Rubber pads protect bumpers. 


93474 
3/4 ton capacity 


93479 
3/4 ton 
capacity 


> 93489 


3/4 ton capacity 


93495 4 Ton Capacity 
Bipod Bumper Jack 


e Flexible chain conforms to most bumper 
shapes. Chain adjusts to various posi- 
tions for a wider lifting range. 

e Legs lock in place under load with 
spreader bar. 

e Acme screw is mounted on ball bearing 
so it turns easily. 

e Auxiliary hook fits slotted bumpers. 

e Polyvinyl coated saddle protects 
bumpers. 


93496 1 Ton Capacity 
Ratchet Bumper Jack 


Designed to reach under the larger 
bumpers of newer cars. 


e Flexible links conform to bumper shapes. 

e Chain adjusts to six different positions for 
greater lifting range. 

e Polwinyl coated hook and links protect 
bumpers. 


SS 


Lifting Range 
Maximum Shipping 
PAR Capacity Low Pickup | High Lift Power Base Weight 
(Ibs.) Application Height Point Raise Size Handle (Ibs.) 
[1500 | Scissors Screw | 4” o” _[arxeny | na” | 8 | 
| 3000 | Scissors Screw 4%" 14%" 9%" 4! x6!" 49%!" 
= Tyeu* 22%2""* 16%" 10” 
tbGO ss) inipod Sera Tynes | 26yner | 25" Sides Folding 
que 25"* ; “fs 
93489 6V4"** 30V4/"** 24” 6%" x BY" 18 10 
Ne Yo lt 
[soo | tenet | s4 ee ao cee oe eed 
' 1%4"* 23%2""* 12" x 21%" 10” 
| 2000 | pod scr | ie BOS ee Open iolgigg oe 
We 
2000 Ratchet ee 27%" 6” x 8! 18” 13 


*Lowest position of load member. 


**Highest position of load member. 


93472 
1-1/2 ton capacity 


93494 


4-4/4ton capacity 


93495 
4 ton capacity 


‘fon capacity 


Adaplers & Accessories 


S For Service Jacks For Presses 


93717. Shipping w. - 
28 Ibs. 


93254 Allison automa- 
tic transmission 
adapter for 93715 and 
93717. Shipping w. - 
10 Ibs. 


93258 Toronado and 
El Dorado transaxle 
adapter for 937114, 
93714 and 93716. 
Shipping wt. - 5 Ibs. 


93262 hydraulic 
pressure gauge and 
connector for 93234 
and 93233. Shipping 
wt. - 2 Ibs. 


93260 short ram for 
93616. Shipping wt. - 
4 Ib. 


For Engine Stands 
93269 V-block 93247 bearing safety 93282 transmission 
adapter used on shield for 93615, 93616 head for 93774. 
93729, 93730 and and 93618. Shipping Shipping wt. - 10 Ibs. 
93731 for lifting on wt. - 4 Ib. 
axles and other 93283 outboard motor 
curved surfaces. head for 93770 and 
Shipping wt. - 6 Ibs. ‘ trp Shipping wt. - 
93242 arbor plates for F 3 
: 93616. (One set i= 1 93284 VW adapter for 
For End Lifts included with press.) = << 93770and 93774. 
Shipping wt. - 12 Ibs. =a Shipping w. - .5 Ib. 
| | 93244 6” lifting fingers 93243 arbor plates for 
| (pair) for 93249 and 93618. (One set in- 
\ 93268. Standard on cluded with press.) For Cranes 
‘ new end lifts, available Shipping wt. - 26 Ibs. 93255 five ft. chain 
for older models. with slip and grab 
Shipping wt. - 3 Ibs. pr. hook for 93803, 93806, 
se at a 
pai se ea 93240 bearin . Shipping w. - 
Y 93249 4-position lifting separator for $9645 =” Ibs. : 
saddles (pair) for press. Shipping w. - i 
Ss 93686. a p 5 Ibs. F Py 93256 barrel hooks for 
rf 93268 4-position lifting ws V4 93254 bearing wv 4 93803, 93806, 93809, 
ecg | Ce Y% separatortorda6te a Geet 
F ’ : * it : Shipping wt. - 6 Ibs. 
and 93691. Standard ‘ y er ne 
eee | with new end lifts. 93275 bearing Y ¢ 93263 swivel hook for 
Shipping wt. - 25 Ibs. pr. separator for 93618 by 93803, 93806, and 
- press. Shipping w. - yr 93809. Shipping wr. - 
\i 93264 front end frame 19 Ibs. y 2 Ibs. 
A adapter for 93827. ©) 93265 swivel hook for 
Shipping wt. - 16 Ibs. i 93812. Shipping wt. - 
a £ 3 Ibs. 

{ 93244 bearing / 93266 swivel hook for 
separator support set Nt 93815. Shipping w. - 
for 93616 and 93618. 6 lbs. 

93795 high lift adapter Shipping wt. - 12 Ibs. 
for 93688 and 93690. ' 
date 93270 sling adapter (4 
Shipping wt. - 15 Ibs. ton cap.) for 93803, 
93806, 93809 and 
93812. Shipping w. - 
936417 press bed for 10 Ibs. 
iccj k 93616. Shipping w. - 93274 sling adapter (2 
For Transmission Jacks 36 bbs. fon cap, for 93815, 
93619 press bed for Shipping wt. - 23 Ibs. 
93246 adapter for 93618. Shipping wt. - 
1962 and earlier 57 lbs. 93454 mounting well 
Power Glide for 93803. (One is 
transmissions for included with 93803.) 
93711,93714 and Shipping wt. - 18 Ibs. 
93716. Shipping wr. - 
6 Ibs. 93259 hydraulic : : 
pressure gauge and Hydraulic Jack Oil 
93250 differential connector for 93230 
adapter for 93715 and = | ed Shipping 93294 4 quart 
.- 2 Ibs. 


93292 1 gallon 
93293 5 gallons 


e Inhibits interior 
rusting and preserves 
leather cups. 

e Prolongs jack life 
and peps up jack 
performance. 

e Contains 
anti-foaming agents 
and anti-sludge 
ingredients. 

e Flows at 50 degrees 
F below zero. 
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Body-Jak" Portable Hydraulic 
Power Equipment 


| Hydraulic Body-Jak™Units 


| Walker 4 Ton and 10 Ton Remote Control 
Hydraulic Body-Jak™units are easy to 
operate. Units are compact yet powerful 
and include pump, ram, connecting 
hose and quick coupler. 


Features include: 


« Quick-detachable hose couplers. 

e Positive ram travel stop. 

e Overload protection valve in pump. 

e Easy-to-maintain displacement type 
hand pump. 

e Long-life, wear-resistant polyurethane 
ram cup. 

e Spring retraction ram. 


NO. 
Bea 
a 


Capac- 
ity 
(Tons) 


10 


Body-Jak ™Pumps 


Both 93104 (4 ton) and 93102 (10 ton) 

Walker Body-Jak"™ pumps feature: 

e Leak-proof gaskets. 

e Overload protective valve. 

e Tough, high quality, malleable castings. 

e Straight-line gravity seating valve design. 

e Operates in any position. 

e Comfortable non-slip rubber gripped 
pump handles. 


Closed | Extend. 
Ram Ram Ram 
Height | Height | Stroke 


93534 
4 ton ram 
and pump 


93535 
40 ton ram 
and pump 


Complete 
Quick 
Coupler 


Hose 
No. 
93141 
93186 


Oil 


Handle | Cap. | Piston 


Length | Length | Cu. In. 


14” 


7,000 


Body-Jak™Rams 


Specially constructed seamless steel tub- 
ing gives ram cylinders a smoother, 
harder, finished inside diameter. Poly- 
urethane ram cups resist wear, are im- 
pervious to oil, water and other fluids and 
have inherent recovery properties. Stops 
prevent excessive ram travel. All rams 
include ram-half quick couplerand caps. 


Couplings and Hoses 


3140 


Ex- 
tended 
Height 


Closed 
Height 


41544" 
10%” 


Ram 
Stroke 


93110 ag 12 
93111 10 
“ene [0 


93138 93139 9 
4TonRam-half 4TonHose-half Complete 4Ton 
Quick Coupler Quick Coupler Quick Coupler 
93183 93184 934185 
10TonRam-half 40TonHose-half Complete 10 Ton 
Quick Coupler Quick Coupler Quick Coupler 
254!" © Gatien SA ———— 
2%" 93144 93186 
2191" 6’ Hose for 4 ton units 6’ Hose for 10 ton units 
Shipping weight 2-4/2 Ibs. Shipping weight 2-1/2 Ibs. 


*Includes 1%” extension screw. **Threaded attachment included. 
30 For safe and proper use, always consult instructions accompanying product. 


Body-Jak’ Portable Hydraulic 


Power Equipment 


93531 
4ton ram and pump 


‘BODY-JAK 
on 


93530 4 Ton Starter Kit 


This Walker 4 ton starter kit includes the 
93531 4 ton Body-Jak ™unit and 20 attach- 
ments. It contains the basic parts needed 
for pushing, bending and straightening. 
Additional attachments may be added as 
the need arises. Shipping weight — 33 Ibs. 


Geena a WY waa 
934129 48” Dual-Lok Extension L i Je | | 
er i] 93124 93137 Lock Pin 
—— — iin 9349 Lsohseed 
ns 45) ala - eee iar ; ‘Fs au -; 93447 pemtee 
HP rranarpnoces sen gl — = ; 
934127 12" Dual-LokExtension 93435 934118 Body Toe 
Female Adapter ©. 0 ‘ —— 
ba ot) Gi) 93436 93130 Sy MB 


93126 6" Dual-tok Extension 93434 Snap-in Rubber Head 93122 934116 Head 


Male Adapter Connector 
Concave Head 


93534 
4ton ram and pump 


(lesen 


oj) SY 


ea tb @O) 
934129 18” Dual-Lok Extension - 2) : SZ 
fe a re 93424 Flathead 934142 
93429 18” Dual-Lok Extension — 
934128 15” Dual-Lok Extension _ 93 ts 
owne: 
bias i ig 
93127 12" Dual-Lok Extension 
"93126 qf T 93130 
‘ca Extension 93134 934135 Si Chcincwid Rubber Head 
Pi aa Mal F fl ~_ — ry 
934125 3” dual-Lok Adapter Adagher iii | | f 
st Extension 934 37 
93132 Nipple Lock Pin 


ALL ATTACHMENTS 
ARE AVAILABLE INDIVIDUALLY. 


93533 4 Ton Deluxe Kit 


This 4 ton Deluxe Kit includes the 93534 4 
ton Body-Jak ™unit and 31 attachments. It 
contains an assortment of Dual-Lok exten- 
sions and all the right equipment for push- 
ing, spreading, bending, straightening and 
clamping. 


Shop-proven and professional, the 4 ton 
Deluxe Kit is ideal for all automotive repair 
shops, service stations, garages and spe- 
cialty shops. Shipping weight— 56 Ibs. 


93417 > | 

Ram Toe mae 8 Y | j 
—— 93420 
, ‘in Spring Spreader 
,~ & ‘@)= | | 
593131 93423 ne 
} Body Spoon Chain 934419 
| Attachment Offset Head 


tt ow ¥ 


93136 93116 93122 


Snap-in Connector ‘V"Head Concave Head 


ALL ATTACHMENTS ARE AVAILABLE INDIVIDUALLY. 


For safe and proper use, always consult instructions accompanying product. 34 


Body-Jak" Portable Hydraulic 


Power Equipment 


93534 10 Ton Starter Kit 


This 10 ton starter kit provides the basic 

parts for handling many types of heavy 

duty jobs. Additional attachments may 

be added as required. Shipping weight - 

67 Ibs. 

Kit features: 

e Heavwy duty 93535 10 ton Body-Jak™unit. 

e 18 heavy duty attachments. 

e Heavy duty Dual-Lok Extensions snap to- 
gether quickly and easily. 


93535 
40 tonram and pump 


93164 


a JS © 93482 
. 3174 93162 Lock Pin 
48” Dual-Lok Extension Fctbeoe, 
—_ 2. vas] > . 
(ep i a! \ 
i Dual-Lok atin ” § 934 84 on | 4 Sane 
—— ut Snap-in ee 93178 
ALL ATTACHMENTS 42” Dual-Lok Extension i Rubber "a . 
ARE AVAILABLE Pa hoor 5 gue — i 93180 > 93479 
Female Adapter ©" © Male Adapter 
INDIVIDUALLY. roel on Body Spoon 
93537 10 Ton Deluxe Kit 
This 10 ton Deluxe Kit provides the heavy 93535 


duty capability for a wide variety of jobs 

ranging from auto and truck body and 

frame repair to heavy industrial work. 

Shipping weight - 113 Ibs. 

Kit features: 

e Powerful heavy duty 93535 10 ton Body- 
Jak™ unit. 

e Deluxe set of 32 attachments. 

e Heavy duty Dual-Lok Extensions snap to- 
gether and disassemble quickly. 


418” Dual-Lok Extension 


a a ——t 
934173 
45” Dual-Lok Extension, 


a, ill 
1-jarcinensonneenneentin 


42” Dual-Lok Extension 
Co (#4. 93170 Nipple 


934171 6” Dual-Lok Extension 


931488 


Slip Joint Extension 


£9 = 


93187 4 
Rubber Offset Head 
Head 3” Rubber Head nN 


¥ 
Ly 


5’ Chain and Grab Hook 93161 


10 ton tonram and pump 


93484 
1 Snap-in Connector 
44 Gtosaz7 
/ | j Body Spoon 


dq) 
93180 9317 


Female Adapter. Male Adapter, 


mon YY ib ff 


93162 93165 93164 
Flat Head Concave Spring Spreader, 
Head = 
93163 
Ram Toe 


_1) 


93167 


Clamp Toe 


93175 


Smooth Ram Cap 


* 
Cuasl\ 
93166 ‘~v'Head 


cant 
} 
93182 


Lock Pin 


93169 


Jack Base 


93168 


Body Toe 


ALL ATTACHMENTS ARE AVAILABLE INDIVIDUALLY. 


Chain Attachment 


32 For safe and proper use, always consult instructions accompanying product. 


Body-Jak'"Portable Hydraulic 


Power Equipment 


93532 4Ton Rescue Kit 


No Police Department, Rescue Unit, Fire 
Department or Wrecker Service is com- 
pletely equipped without this Walker 4 ton 
rescue kit. 

In addition to the 4 ton pump, spreader, 
ram, hose and quick coupler, the kit con- 
tains 30 attachments packed conveniently 
in a heavy gauge steel tool chest. It in- 
cludes the necessary tools for most types of 
rescue work involved with fires, accidents 
and other emergencies. Shipping weight - 
80 Ibs. 


4 Ai aks aA it 
BS be 


93532 
4 ton rescue kit 


93532 4 ton rescue kit contains: 


93534 4 ton Body-Jak™unit(pump, 93425 3” Dual-Lok Extension 
ram, hose and coupler) 934126 6” Dual-Lok Extension 


93542 4 ton steel tool chest 93427 12” Dual-Lok Extension 

934108 hydraulic spreaderwithram 93428 15” Dual-Lok Extension 
half coupler 934129 (2) 18” Dual-Lok Extension 

93116 “V" head 934130 rubber head 

934147 ramtoe 93132 nipple 

93118 body toe 93133 (2) chain & hook 


9341419 offset head 

934120 (2) spring spreader 
934124 flathead 

93422 concave head 
93423 chain attachment 
93424 crowned dolly 


934134 (2) male adapters 
93135 female adapter 
934136 (2) snap-in connectors 
93137 (4) lock pin 


934142 jack base 


93536 10 Ton Rescue Kit 


ex % (O¥ SF toe This Walker rescue kit contains the appro- 
@) = 't wy \ a a priate parts for heavy duty emergency and 
Nike <p = \ q repair work. It’s ideal for fleet operated 
us , OF ; 2 ‘\ \ maintenance repair shops, heavy duty 
\ Woes Ds ae wrecker service, municipal garage opera- 
LP tions,.truck stops and fleet repair specialists. 
The 93536 kit contains a 10 ton pump, 10 
ton ram, 4 ton spreader, hose, quick coupl- 
er, and 34 heavy duty attachments packed 
ina heavy gauge steel tool chest. Shipping 
weight - 142 Ibs. 


93536 
10 ton rescue kit 


een 


AN 
\en 


93536 10 ton rescue kit contains: 
93535 10tonBody-Jak™unit(pump, 93470 nipple 


ALL ATTACHMENTS FOR THESE RESCUE KITS 
ARE AVAILABLE INDIVIDUALLY. 


For safe and proper use, always consult instructions accompanying product. 


ram, hose and coupler) 
93543 10.ton steel tool chest 


93408 41 ton hydraulic spreader 


with ram half coupler 
93160 offset head 
9341641 chain attachment 
93162 flathead 
93163 ram toe 
93164 (2) spring spreader 
93165 concave head 
93166 ‘“V”" head 
93167 clamp toe 
93168 body toe 
93169 jack base 


93474 6” Dual-Lok Extension 
93472 12” Dual-Lok Extension 
93473 15” Dual-Lok Extension 
934174 18” Dual-Lok Extension 
93475 smoothram cap 
93176 (2) chain & hook 
93478 5” rubber head 
93179 (2) male adapter 
93480 female adapter 
934184 (2) snap-in connector 
934182 (4) lock pin 

93187 3” rubber head 
934188 slip joint extension 
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Body-Jak* Portable Hydraulic 
Power Equipment 


Ait Operated Hydraulic Pumps 


Walker air operated hydraulic pumps 
can be readily adapted to a variety of 
situations and equipment set-ups. They 
can perform a wide range of functions 
for industrial repair shops, maintenance 
shops, machinery movers orerectors,and 
auto repair shops. 

e Walker patented “Speed Pak” eliminates 
hand pumping...lets air do the work. 

e Both pumps provide up to 10,000 psi oil 
at a delivery rate far exceeding manual 
pumps. 

e Internal relief valve protects hydraulic 
system components...regardless of air 
pressure. 

e Air hose may be disconnected for other 
uses. 


93103 air operated hydraulic pump 


e Hand/foot actuator offers versatility... 
pumps or releases at the touch of a toe, 
heel, elbow, etc. Leaves hands free for 
ram positioning or other work. 

e Operates on an air supply of from 40-120 
psi. 

e Two stage release valve. 

e 91.5cu. in. (54 02.) reservoir allows use of 
larger rams. 

e Shipping weight — 19 Ibs. 


93104 air operated hydraulic pump 


e Four-foot air hose permits user freedom 
of movement with pump in a fixed loca- 
tion. 

e Convenient carrying handle. 

e Sensitive hand-controlled release knob. 

e Develops full hydraulic pressure (10,000 
psi) with 140 psi air pressure. 

e Pump provides long, smooth pump 
strokes. 

e 50 cu. in. (28 oz.) oil reservoir. 

e Shipping weight— 26 Ibs. 

93186 
93183 6' hose for 10 ton components 
10 ton ram half ee 


quick coupler 


oe At a= 


- 


St er 
93184 93185 =e os 
10 ton hose half Complete 10 ton 
quickcoupler quick coupler 


These accessories for the Air Operated 
Hydraulic Pumps are available, but not 
included with the pumps. 
SPECIFICATIONS: Air-driven hydraulic 
pump; 3/8” NPT oil port; 1/4” NPT air port; 
use with 93186 high pressure 10 ton Body- 
Jak™ hose & 93184 or 93185 quick coupler. 
NOTE: Unit comes with oil filled reservoir. 
Hose, couplings, and air fittings are not 
included. 

To order fittings, see “High Pressure Fittings”, 
page 35. 


93104 
air operated hydraulic pump 


Shop application 
for Body-Jak ™ 
hydraulic pumps. 


>" 


PERFORMANCE* 


*Performance ratings: to avoid equipment damage and/ 
or bodily injury, always use pump in conjunction with 
comparably psi rated rams and attachments. 


34 For safe and proper use, always consult instructions accompanying product. 


Body-Jak'™” Accessories 


93542 
4 ton steel tool chest 


Ag 


93543 
10 ton steel tool chest 


f | 


Lm, 
My 
93556 
& steel tool stand 
93108 


hydraulic spreader 


93190 
jack gauge 


High Pressure Fittings 


43 ‘ ar | 


a fs 


93193 93195 93198 93197 93199 


Reducing Coupling Couplin St.elbow 90 degree elbow 
(3/8 to 1/4) (3/8 - 18) 


T t 


al 


93200 93194 93194 
Cross Close Nipple (with hex.) Reducing Bushin 
(3/8-18) (3/8- 18N.P.T) (3/8 O17) 93189 


Valve 
(3/8 - 18) 


Tee 
(3/8 - 18) (3/8 - 18) (3/8 - 18) 


_ 93542 ATon Steel Tool Chest 


e Heaw gauge steel construction. 

e Removable top tray. 

e Three carrying handles. 

e Holds 4 Ton Deluxe kits. 

e Included with Walker 93532 4 ton Rescue 
Kit. 

e 24-1/4” long x 9-3/8” wide x9-5/8” deep. 

e Shipping weight — 24 Ibs. 


93543 10 Ton Steel Tool Chest 


e Removable top tray, separated into 
compartments. 

« Heavy gauge steel construction. 

e Designed to hold 10 ton Deluxe Kit. 

e Included with Walker 93536 10 Ton 
Rescue Kit. 

e 27-1/ 4" long x 12” wide x 10-1/2” deep. 

e Shipping weight — 34 Ibs. 


93556 Steel Tool Stand 


e Rugged all-steel 3 shelf tool stand. 

e Large heavy duty casters. 

e Easily handles any size Walker Body-Jak™ 
kit. 

e White porcelainized finish. 

e 30” long x 13” wide x 32-1/2” high. 

e Shipping weight— 52 Ibs. 


93108 Hydraulic Spreader 


e One ton capacity. 

e Includes 93194 reducing bushing - en- 
ables spreader to be used with either 4 
ton OR 10 ton Body-Jak™ pumps. 

e Connects directly to pump hose with 
Quick Couplers. 

e Opens to a full 3-3/4” wide. 

e Shipping weight — 7-1/2 Ibs. 


93190 Jack Gauge 


e Can be used with either 4 ton or 10 ton 
Walker Body-Jak™ units. 

e 3/8” male pipe thread. N.P.T. 

e Rated at 10,000 PSI capacity. 

e Shipping weight — 2 Ibs. 


For safe and proper use, always consult instructions accompanying product. 35 


New 
No. 


93104 
93102 
93103 
93104 
93106 
93107 
93108 
93410 


93144 
934112 
93116 
934117 
934118 
934119 
93120 
93124 
93122 
93123 
93124 
93125 
93126 
93127 
93128 
93129 
93130 
93134 
93132 
93133 
93134 
93135 
93136 
93137 
93138 
93139 
93140 
93144 
93142 
93160 
93164 
93162 
93163 
93164 
93165 
93166 
93167 
93168 
93169 
93470 
93174 
93472 
934173 
93174 
93475 
93176 
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No. 
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4 Ton Short Ram W/Extension Screw ... .30 
4Ton Standard Ram ...............085 30 
4 Ton Hydraulic Spreader ............. 35 
10 Ton Short Ram W/Threaded 

AltGChMOMnts «6.2.6.5 anaiscaacararcalacdaiaceceden ave 30 
AD Ton SiGNdGrd RGM «sé dasajacuraas’s 30 
AD TON LONGIRGM i sas.00<ecannaetmrions as 30 
ATOM V HOGG). os cc nominee ac 34 
ATON ROM TOE isis sive ccesanwawaas aise 34 
ATONBOGY TOG os.5 ccre es cummecnaicy sss 4 34 
4Ton Offset Head .............0..0e eae 34 
4Ton Spring Spreader ................ 34 
ATONFIGHHEGG ooscis veawewencene ceeds 34 
4Ton Concave Head ................. 34 
4Ton Chain Attachment............... 34 
4Ton Crowned Dolly ..............0055 34 
4Ton 3” Tube Extension ...............5 34 
4Ton 6” Tube Extension................ 31 
4Ton 12” Tube Extension............... 34 
4Ton 15” Tube Extension............... 34 
4 Ton 18” Tube Extension............... 341 
4Ton Rubber Head ................... 34 
ATONBOGY SDGON « « s csssiicesseems va asc 31 
ATONNIPPIC «« «6: scccmamsescumsae sabes 34 
4Ton Chain & Hook ..............0000 34 
4Ton Male Adapter ................08. 341 
4Ton Female Adapter................. 341 
4Ton Snap-In Connector .............. 341 
ATONMILOSI PIN 5 5. essresseexennaresniions #04 seetrceane 34 
4Ton Coupler - Ram Half .............. 30 
4 Ton Coupler - Hose Half.............. 30 
4Ton Coupler - Complete ............. 30 
ATONIHOSC(G)| ss ccpisererndroaiess seseeie aieuses 30 
ATONUGECK BOSE! asicicinnscnwne naa aacanecs 341 
10 Ton Offset Head .............0000 eee 32 
40 Ton Chain Attachment ............. 32 
IO TON FGTHEG wicsscissdes ee camcamen 32 
AO TONRAM TOE ....... cece cece ee ees 32 
10 Ton Spring Spreader ............... 32 
10 Ton Concave Head ................ 32 
ACTON VM HOGS siciawncons sex ¥ o5citecamas 32 
1D TOMEI TOG iiss ssersver 00 4 sree scasanensesnene 32 
AO TOM BOGY TOQ siissiveies b a3 5b 2. cdsacerasonnre 32 
AO TONIJGCK BASE cecescxsss cs e's anmmnns 32 
AOTONINIDD Gixcroni.cs 5 o229 9 commmemes 32 
10 Ton 6” Tube Extension............... 32 
10 Ton 12” Tube Extension ............. 32 
10 Ton 15” Tube Extension ............. 32 
10 Ton 18” Tube Extension ............. 32 
10 Ton Smooth Ram Cap .............. 32 
10 Ton Chain & Hook ...............008 32 


New 
No. 


934177 
93178 
93479 
93480 
93184 
93182 
93183 
93184 
93185 
93186 
93187 
93188 
93189 
93190 
93194 
93193 
93194 
93195 
93197 
93198 
93199 
93200 
93225 
93226 
93227 
93228 
93229 
93230 
93233 
93234 
93238 


93239 


93240 
93244 
93242 
93243 
93244 
93246 
93247 
93249 
93250 
93254 
93254 
93255 
93256 
93258 
93259 
93260 
93262 
93263 
93264 
93265 
93266 


Description Page No. 
10 Ton Body Spoon ........... ec cee eae 32 
10 Ton 5” Rubber Head................ 32 
10 Ton Male Adapter...............005 32 
10 Ton Female Adapter ............... 32 
10 Ton Snap-In Connector ............. 32 
AD TOMILOCK Pica caas necachinemncns aes 32 
10 Ton Coupler - Ram Half ............. 30 
10 Ton Coupler - Hose Half............. 30 
10 Ton Coupler - Complete ............ 30 
10 Ton Hose (6’) ........cc ccc eceeeeeeees 30 
10 Ton 3” Rubber Head................. 32 
10 Ton Slip Set Extension ............... 32 
MONG accaccommiinnis ee dcntnmttan ds dans 35 
GGUS CS iwaria 5 55-45 sve snares ea eee 35 
Close NIDDIS: 6554+ sseamammanedess cca 35 
Reducing Coupling ................065 35 
Reducing Bushing ..................5. 35 
COUpIING sn sscccstscosmmmans ss verenes 35 
90 Degree Elbow..............0cc cece 35 
SITESTEID OW’: ..< 4.9 0. s.sisiavanunench ow eerew nce 35 
TOG: i sxc evcsmmepaea ces ssi ee onsawias « 6 35 
CLOGS arson sie de mongamitieer gene ug rmee 35 
4-1/2 Ton Cap. Port. Hyd. Jack ......... 24 
3 Ton Cap. Port. Hyd. Jack ............. 24 
5 Ton Cap. Port. Hyd. Jack ............. 24 
8 Ton Cap. Port. Hyd. Jack ............. 24 
42 Ton Cap. Port. Hyd.Jack............ 24 
15 Ton Cap. Shop PressJack .......... 17 
20 Ton Cap. Port. Hyd. Jack ............ 25 
25 Ton Cap. Shop PressJack .......... 18 
4-4/2 Ton Cap. High Lift Portable 
AYEIGUIGJGGCK... « sccsmokeanwssrase sqm 24 
4-4/2 Ton Cap. High Lift Portable 
FYGIGUIICISOCK:. . wsissdevteiuin v6 oops seen 24 
10 Ton Cap. Bearing Separator ........ 29 
Slotted Bumper Finger...............55 29 
15 Ton Cap. Arbor Plates .............. 29 
25 Ton Cap. Arbor Plates .............. 29 
Bearing Separator Support Set ........ 29 
Powerglide Trans. Adapter ............ 29 
Scifaty SHIGA :.s.225 escseianeavis seacnes 29 
LIFINGISGAGIES  « «sg issamacewssseseensars 29 
Differential Adapter ................04. 29 
Allison Transmission Adapter .......... 29 
17 Ton Cap. Bearing Separator........ 29 
5’ Chain W/Slip & Grab Hook .......... 29 
BGITEIHOOK: wiik.s.22 ssecantanamada ax enenren 29 
Toronado Transmission Adapter ....... 29 
Gauge & Adapter ................008. 29 
Short Ram Press Adapter .............. 29 
Gauge & Adapter ............... eee 29 
3/4 Ton Cap. Swivel Grab Hook........ 29 
FronbEnGdAGGpTel + dsiaiccseuscarsaea awe 29 
4 Ton Cap. Swivel Grad Hook .......... 29 
2 Ton Cap. Swivel Grab Hook .......... 29 


New 
No. 


93268 
93269 
93270 
93274 
93275 
93279 
93282 
93283 
93284 
93294 
93292 
93293 
93450 
93454 
93474 
93472 
93479 


93489 
93494 
93495 
93496 
93504 
93505 
93506 
93510 
93513 
93516 
93519 
93522 
93525 
93530 
93534 
93532 
93533 
93534 
93535 
93536 
93537 
93538 
93542 
93543 
93556 
93604 
93602 
93603 
93615 
93616 
93617 
93618 
93619 
93624 
93630 


Numerical index 


Description Page No 
LIFTING SGAGIOS: sorivirsmincnie os v0.9 20 4 onvmonsrein 29 
"WAGGRIE! as iiennanagsass ress pomnsicns 29 


4 Ton Cap. Sling Adapter For Cranes. . .29 
2 Ton Cap. Sling Adapter For Cranes. . .29 
30 Ton Cap. Bearing Separator........ 29 
Door And Bumper Handler............. 23 
Transmission Head For Engine Stands . .29 
Outbd. Mtr. Head For Engine Stands ...29 


W Engine Stand Adapter ............. 29 
4 Qt. Hydraulic Jack Oil.............5- 29 
4 Gal. Hydraulic Jack Oil .............. 29 
5 Gal. Hydraulic Jack Oil .............. 29 
Truck Wheel Chocks ...........0020 eee 26 
Mounting Well For Crane ............++ 29 
3/4 Ton Cap. Comp. Car Scissors Jack .28 
4-1/2 Ton Cap. ScissorsJack .......... 28 
3/4 Ton Cap. Tripod Screw 

BUIMDERIOCK 6.200: rontummamorsgsscees 28 


3/4 Ton Cap. Ratchet Bumper Jack ....28 
4-1/4 Ton Cap. Ratchet Bumper Jack . .28 
4 Ton Cap. Bipod Screw Bumper Jack . .28 


4 Ton Cap. Ratchet Bumper Jack ...... 28 
2 Ton Cap. Fixed Height Jack Stands . . .26 
ZTon' Cap: Jack'SIGNnds: « osccicccresceas 26 
STEN CAP: IGCKSIGNGES! ...:ojcorereniscwe sees 26 
3 Ton Cap. Jack Stands ............... 26 
2-1/2 Ton Cap. Rocker Jack Stands ....26 
STON Cap. JACK SIGNS: «. vicimuinieeaees 26 
TTOnNCap.JACK:SIONS: «.. sissisese<sa« 26 
40 Ton Cap. Jack Stands ............-. 27 
{OD Ton Cap. Jack SIGNS ......cnees 27 
ATOM SIOHOEK Bicecnicie sd ee cnaceremnee ss 34 
4Ton Pump, Std. Ram & Hose Assy. .... 30 
ATOR REOSSUG Kifiscsccis js sc -000. 0 ciassnavaieicnieess orn oo 
ATON DEIUXC Kill ....0.:0:00. 2200 d8enmrnmmens s 34 
AO TONStaMeF KI! wos ss sz c23 cewocwens« 32 
40 Ton Pump, Std. Ram & Hose Assy ..30 
AD Ton Rescuekit ........010.0068 82 ederior 33 
10 TON DEW Kit ocisieciis cece cece ew nareens 32 
Body-Jak Display Assortment...........- 3 
ATONTOOMCHESE ..o eecsaaascchescnes come 35 
40'TONTOOICNES « neoscces sseavenenwen 35 
TOSSING asi seis: scessrerepspennneves ars ais. cer sere 35 
30 Ton Heavy Duty Hyd.Jack........... 25 


50 Ton Cap. Heavy Duty Hyd.Jack ..... 25 
400 Ton Cap. Heavy Duty Hyd. Jack ....25 


10 Ton Cap. Bench Press ...........-+. 16 
{5 Ton Cap: Shop Pressiccscniessesecee 17 
PRESS BEE wucce cca rec saitiiee ne eenes 29 
25 Ton Cap. Shop Press......sc.ecs0ssaasoes 18 
PressiBed sacoescs12 ete iverimenasaanes 29 
Body-Jak Display Board ..............55 3 
4-4/2 Ton Cap. (Rubber Wheels) 

SOIVIGEUGGK, ccecoceniren sa a525 22 pomracrnd 4 


New 
No. 


93632 
93633 
93635 
93655 
93656 


93657 
93658 
93663 
93664 
93665 


93667 


93686 
93688 
93689 
93690 


93694 


93692 
93741 
93712 
93714 
93715 
93716 
937417 
93729 


93730 


93734 


93765 
93766 
93770 
93774 
93779 
93780 
93784 


93784 


93795 
93803 
93806 
93809 
93812 
938415 
93827 


93993 
93997 


Previous 


Description Page No 
4-4/2 Ton Cap. Service Jack ............ 4 
4-4 /4Ton Cap. Road ServiceJack...... 4 
4-1/4Ton Cap. Racing Jack ............ 4 
2 Ton Cap. Service Jack ...... 6. cece eee 5 
2 Ton Cap. Service Jack 
(Rubber Wheels) ..........06 cece eee eee 5 
4 Ton Cap. Service Jack ......... 6. eee ee 6 
10 Ton Cap. Service Jack..........050 6s 7 
2 Ton Cap. Air Op. Hyd. Serv. Jack....... 5 
4Ton Cap. Air Op. Hyd. Serv. Jack....... 6 
40 Ton Cap. Air Operated Hydraulic 
SEIVISS SACK wii cca nc eecniueaminn dd OTR OE 7 
4 Ton Cap. Air/Manual Hydraulic 
SEIVICGUECK soci. 9 sere en. wzteenermaeinas aes 6 
2-1/2 Ton Cap. Heavy Duty Air End Lift ..14 
4-4/2 TonCap. Hyd. End Liff...........5. 9 
4-4/2 Ton Cap. Air End Lift ............. 10 
4-4/2 Ton Cap. Hydraulic Roll-To-Car 
Eniilitt «va ccciecmonmaces 403 a2 eee. 7 9 
4-4/2 Ton Cap. Roll-To-Car 
AERC conc sscsen amsarcocceuis 4 FE PEE TE 40 
7 Ton Cap. Heavy Duty Air End Lift ...... 42 
4/4TonCap. Mech. Trans.Jack ....... 13 
4/2TonCap. Mech. Trans.Jack ....... 14 
4/4 Ton Cap. Under Hoist Trans. Jack . .14 
4 Ton Cap. Mech. Trans. Jack.......... 45 
4/2 Ton Cap. Hyd. Trans.Jack ......... 43 
4 Ton Cap. Hyd. Trans. Jack............ 15 
20 Ton Cap. Air Op. Hyd. High Lift 
THUGKIGCK cic s ppomaeneae ccd de ogame 8 
20 Ton Cap. Air Op. Hyd. Medium- 
Height TrUCKIJACK occ eee eee eens 8 
20 Ton Cap. Air Op. Hydraulic 
Low-Height Truck JaCk ......... 6 serene ee 8 
3/4 Ton Cap. Wheel Dolly............+- 22 
4-4/4Ton Cap. Wheel Dolly............ 22 
3/8 Ton Cap. Std. Engine Stand........ 19 
5/8 Ton Cap. Heavy Duty Eng. Stand ...19 
3/4 Ton Cap. Under Hoist Stand........ 27 


25 Ton Cap. Trailer Stabilizing Stand ...27 
3/4 Ton Cap. Under Hoist 


ROCKING SION onenenasareaerny sawn 27 
4-4/2 Ton Cap. Under Hoist 

SASK SGI ss 0: ccrsrsvisarsuneiiond 6.4.44 autre 27 
High Lift Adapter .............e seen eens 29 
4/2 Ton Cap. Truck-Mounted Crane ...24 
4/2Ton Cap. Shop Crane ...........5: 20 
3/4TonCap. Shop Crane ...........+5 20 
4 TonCap. Shop Crane ...........006. 20 
2TonCap. Shop Crane ...........5065 20 
4-3/4 Ton Cap. Mobile End Lift 

(Air Operated) és sss ss cirscasiee sa yee nvins 44 
Jack Merchandiser Display............. 3 
Jack Merchandiser Stand .............. 3 
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Numerical Cross Reference 


New Number to Previous Number 


New Previous New Previous New Previous New Previous New Previous 
No. No. No. No. No. No. No. No. No. No. 
93104 oe 93164 pens 93233 J-953 93479 = J-.425 93657 = J-134 
93102 oe 93165 — 93234. —— 93489 = 4-218 93658 J-780 
93103 — 93166 — 93238 J-904 93494 J§-243 93663 J-612 
93104 — 93167 —- 93239 —— 93495 = J-249 93664 J-613 
93106 =a 93168 a 93240 ——_ 93496 —— 93665 J-614 
93107 —= 93169 ae 93244 SS 93504 —— 93667 —— 
93108 —— 934170 sacs 93242 93505 J-892 93686 J-197 
9341410 — 934174 —— 93243 — 93506 J-202 93688  J-102 
934144 — 934172 —— 93244 —— 93510 J-203 93689 J-103 
934112 Tt 93173 —— 93246  AD-34 93513 J-195 93690 J-104 
93116 = ____ 93174 Zs 93247. AD-34 93516 = J-895 93694 J-405 
93417, —— 934175 —— 93249 AD-37 93519  J-897 93692 J-199 
934148 — 93176 —o 93250 AD-10 93522 J-8410 93711 J-44 
93449 3 —— 93177 = 932541 AD-14 93525 4-833 93712 J-798 
93120, 934178 —_ 93254. ——— 93530 —— 93714  J-47 
93124 ——s 934179 = 93255  AD-20 93534. —— 93715  J-794 
93122. —— 93180 — 93256 AD-21 935382 ss 93716 J-45 
93123 —— 93184 — 93258 AD-29 93533) === 93717 = J-795 
933124 = 93182 — 93259  AD-36 93534. —— 93729 J-254 
931425 93183 = 93260 AD-38 93535 93730  J-255 
93126 nan 93184 eas 93262 AD-44 93536 93731. —— 
93127 == 934185 —= 93263 AD-43 93537. ~——— 93765 J-823 
93128 =S= 93186 = 93264 AD-42 93538 —— 93766 = J-824 
93129 ——= 93187 = 93265 AD-44 93542 —— 93770 ____ 
934130 ——= 93188 <a 93266 _AD-45 93543, 93774  —$ —__— 
93134 ees 93189 ae 93268 AD-A7 93556 —— 93779 =— 
93132 —— 93190 —— 93269  AD-48 936041 J-960 93780 — 
93133 9 —— 93194 — 93270 AD-49 ° 93602 J-965 93781  J-700 
93134. —— 93193 3=—— 93271 AD-50 93603 J-970 93784 J-813 
93435 —— 93194. —— 93275 —— 93615 — 93795 _AD-13 
93136 —— 93495 ——= 93279 = =9§—__—_ 93616 J-840 93803 J-818 
93137, —— 93197 —— 93282 — 93617 AD-33 93806 J-814 
93138 — 93198 —> 93283 —= 93618 J-842 93809 J-8415 
93439 =-—— 93199 93284. —— 93619 AD-40 93812  J-816 
93140 93200, 93294 _H-502 93624. —— 93815 _J-817 
93144 = 93225 = J-906 93292  +H-503 93630 —— 93827 J-96 
93142 — 93226 = J-925 93293  H-504 93632 J-122 93993 —— 
93160 — 93227 = J-930 93450 —— 93633 J-121 93997. —— 
93164 — 93228 J-935 93454 AD-26 93635 

93162: 93229 = J-945 93474 J-2410 93655 J-132 

93163 = —— 93230 = —— 93472 = J-1410 93656 J-132R 


Previous Number to New Number 


Previous New Previous New Previous New Previous New Previous New 
No. No. No. No. No. No. No. No. No. No. 

J-44 93714 J-202 93506 J-810 93522 J-925 93226 AD-34 93247 
J-45 93716 J-203 93540 J-813 93784 J-930 93227 AD-36 93259 
J-47 93714 J-210 93474 J-814 93806 J-935 93228 AD-37 93249 
J-96 93827 J-213 93494 J-815 93809 J-945 93229 AD-38 93260 
J-102 93688 J-218 93489 J-816 938412 J-953 _: 93233 AD-40 93649 
J-103 93689 J-219 =: 93.495 J-817 = 938415 J-960 93604 AD-44 93262 
J-104 93690 J-254 93729 J-818 93803 J-965 93602 AD-42 93264 
J-105 93691 J-255 93730 J-823 , 93765 J-970 93603 AD-43 93263 
J-110 93472 J-425 93479 J-824 93766 AD-10 93250 AD-44 93265 
J-124 93633 J-612 93663 J-833 93525 AD-11_ 93254 AD-45 93266 
J-422 93632 J-613 93664 J-840 93616 AD-13 93795 AD-47 93268 
J-4132 93655 J-614 93665 J-842 93618 AD-20 93255 AD-48 93269 
J-132R 93656 J-700 93784 J-892 93505 AD-21 93256 AD-49 93270 
J-134 93657 J-780 93658 J-895 93516 AD-26 93454 AD-50 93274 
J-195 935413 J-794 937415 J-897__—-93519 AD-29 93258 H-502 93294 
J-197 93686 J-795 93747 J-904 93238 AD-31 93246 H-503 93292 
J-199 93692 J-798 93742 J-906 93225 AD-33 93647 H-504 93293 
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Service Branches and 
Repair Depols 


@ 150 Depots - U.S. 
@ 141 Depots - Canada 
% 5 Factory Branches 


Hard-working equipment needs occasional attention. And when you need service, you want your 
equipment repaired properly and back to work fast. That's why we have our service organization set 
up to give you quick service with dependable parts, repair, and exchange units. 


We have five company-owned Service Branches to back up more than 150 authorized Repair Depots 
with parts, exchange units and engineering information to solve critical situations. Our service cap- 


abilities are geared to give you results when and where you need them. 
We build our equipment to work. But if it does need repair, we have the people and the systems to get 
your equipment back into service quickly. We want to give you good service on our products. 


LIMITED WARRANTY 


The manufacturer warrants jacks and related service equip- 
ment manufactured by it to be free from defects in materials 
or workmanship for a period of 90 days from date of delivery 
to the final purchaser. The equipment must be submitted 
with proof of purchase date, transportation charges prepaid 
to the manufacturer or its designated Field Service Depots 
for inspection. The manufacturer will repair or replace the 
product parts found to be defective. 

This warranty does not apply to parts damaged from acci- 
dent, overload, or abuse, nor does it apply to any product which 
has been altered or used with special attachments other than 
recommended by the manufacturer. 

THE MANUFACTURER SHALL NOT BE LIABLE FOR ANY 
CONSEQUENTIAL DAMAGES FOR BREACH OF ANY WRIT- 
TEN OR IMPLIED WARRANTY ON ANY JACK OR RELATED 
SERVICE EQUIPMENT. 


“The pictures shown in this catalog are for illustrative 
purposes only and may not necessarily depict the 
exact configuration of the product; nor are they 
intended to replace any instructions provided with 
the product. All items shown or described herein are 
subject to changes in design, materials and specifi- 
cations without notice. For information in this regard, 
please contact the Jack Product Manager, Walker 
Manufacturing, 1204 Michigan Boulevard, Racine, 
Wisconsin 53402.” 


39 


Walker Manufacturing 


A Tenneco Company 


1201 Michigan Boulevard 
Racine, Wisconsin 53402 


J-7500 


Distributed by: 


Printed in U.S.A. 


WEATHERLY #920 


U.S. SUGGESTED DEALER PRICE LIST Suggested PRICE LIST 
Effective — September, 1977 


SUPERSEDES PRICE LIST J-77-2 


Subject to change without notice DATED May, 1977 
Applies throughout the United States 
Covering items in Catalog J-7500 and Supplements J-7516 and J-7622 


Capacity Description 
(Tons) 
a See 4 .........Hydraulic Pump 
Pa rote sc ex ae 10 .........Hydraulic Pump 
widva;e ale lehegarausrar race a aac apna area Air Operated Hydraulic Pump 
Soy ee ee ee Air Operated Hydraulic Pump 
ie Soaeiaie. alee y Release 4 .........Short Ram w/Extension Screw 
RHEE ts Sinan 4.........Standard Ram 
i Seapets Oh audecnn « 1 .........Hydraulic Spreader 
ie digsars aie wheuseanis;< 10 .........Short Ram w/Threaded Attachment 
Me sianean af \acerae 10 .........Standard Ram 
Ee WC wa 10 .........Long Ram 
ah ecatauaiigesaetavatnauncase hessascncc eee 
FRI, daiois wt Sates hie 4.........Ram Toe 
Diaiionicinies adage aeteeroas 4.........Body Toe 
ain aint aie wi erawclarapnas 4.........Offset Head 
sig. tatatie oath n sist nse 4.........Spring Spreader 
SRE DEERE. 4 .........Flat Head 
Rat ynie oe 4 .........Concave Head 
ile. 9\ 6. ¢-9qa-0 4.........Chain Attachment 
POs 4 .........Crowned Dolly 
al aaa ialag OAs sine dar 4 .........3"” Tube Extension 
ee ae 4.........6” Tube Extension 
eS Ee 12” Tube Extension 
BF sw arsageas 15" Tube Extension 
Os wadicemids 18” Tube Extension 
eae Rubber Head 
SSRIS FORE a SEP 4 .........Body Spoon 
aaa ate ELRAAG Rael 4.........Nipple 
ey See ee 4 .........Chain & Hook 
Sete oer! Oe eee. 4.........Male Adapter 
eed care Ryo baring 8a alee BP Pie eeiehke (a Kaun sie eal WSs caus 4 Female Adapter 
RK 
Moses Snap-in Connector 
Oe Pea a Meisiace Lock Pin 
Ae Sree, Saree om 4 .........Coupler—Ram Half 
een eee 4 .........Coupler—Hose Half 
SOE ences 4 .........Coupler—Complete 
wre sGUace where Ge SSE Ascincien SOHOSS 
Bysceiaiihasn sche cota ane aiars 4 ........Jack Base 
Pct ewe 10 .........Offset Head 
Peri ates otis enteinets 10 .........Chain Attachment 
MD shai 'o-k 2.Caslsie ce Cotnse Pe Sin he MA) Nae bn ou Rha fhe de ee Flat Head 
paves ea eS ek A ee ee es a Ee Ee Ee eee eee 
SRT Tee ea 10 .........Ram Toe 
BR NO COURT Tee 10 .........Spring Spreader 
Say eee 10 .........Concave Head 
FEM: fod cas kirtissciacnanae 10. ae....... W aRead 
SE AMOUR 9.3. ainc cue aadh Prsinieic- over" Wl) fecatessie stk bakEceyeleudi tere 10! Seca cae Clamp Toe 
ee ee 
i QOD escent rerrier ceered rer ee eee eae 10-cisrest Body Toe 
Ci Sper eere re re ae SUG rai 5 x04) ci.5.9,aieasle, aa siene Ai Br sarnce cacti ew Sines 10" Ses ees Jack Base 
DOr oa cis iaisie o,</sioAbe hatecousce ons DE OTS Se ie Sh sis «ico Siiiecacasvin pss eee aren ‘Uk so Syrian 10) eo. Nipple 
DOR ears cots, shes ahah orien Pe MMMRRE 25 Pes 3 ape a ctas ss, osu nass ‘Oa ees ere y | A eer 6” Tube Extension 
GOR cos eihesaciiecss eae NN iro Bes ie 0, 5 ola sisvoriye' asa UE ta stileen Bae MRNy nc teese NOM oes Saini 12” Tube Extension 
ee eae 10-4 15” Tube Extension 
oaper es Tee ees WO! Richie <6 18” Tube Extension 
DT cchiate Meek emmn Eee Smooth Ram Cap 
W Faint poebdans woh NO). <tBonaees Chain & Hook 
a ee ee ees TO Pew send Body Spoon 


LL 


FORM NO. J-77-2A 1 


Walker List Dealer Std. Capacity Description 
No. Price Price Pkg. (Tons) 
ITS oa a eee LBL Len | Re iets Sea a ae eae Sta teues eee y | ees 5” Rubber Head 
WONT as.50 ss Susp tiers ctges oss CAE Ng mE ck odious ee wD 5 ee ee oe | Re Male Adapter 
OR1B0 soe ioeas Sen ee a SO uae ro atesc i pa ens b MER et weet b | see 0 ce es Female Adapter 
93181 ..... Po tar os CT, DEO atin sick swe see eee ae Nise cigs aco Bue ee aps > ee Ii Sa Snap-in Connector 
POISE Se ees aes 7 SR aR fe Vsavineniesennct a cee 10° Aes Lock Pin 
DOU icae hac ncteekak penne B.70 cee eee e cece cece ences Voie cot cals ee 8 We cacsax oad Coupler—Ram Half 
DOTA a ceo d Mis een nine ain ees B.70 oc ce cree rece ncenceseceeaes i eer eee. So Lt rere a Coupler—Hose Half 
GSISG ook wea teeas Cate MGOUs sere cs uses eee cores cans We attire Sastry MOss.cs cos Coupler—Complete 
tL EES tere 3 eA OE Geir riey cea Sates Ag Maca eee ois, Pele Tekivey ees 1 eee pore 6’ Hose 
BOTs e scree tue oee es aee {> Fo 1 ye Seen” Bie See era Acs is Sedat AO Metisse 3” Rubber Head 
MOOR ccc e PKS Peters Cees OR | eg tha PaO res AO 10s 3ae. Slip Set Extension 
socing EERO fo | SRS ai mee Pep ree g RSSe nic ered wee pe rea a Valve 
ANOS is sk he css ees hee DOB asec era ann oe DE aioe cs cruises Sis cox Secetare ae eee Gauge 
WE Rieseig or a ieee Dis ots aca nee Sera s Sen eer aaa his ees Pa TOE, aoe ae eee is Close Nipple 
Cock} = Sapa ta treen lane areas WeDo sarcsty sre atesa ah ahiele we aces | Ee AS Come ease Seen aunty Reducing Coupling 
dei cn PED Oa eee RES CTE CX. | 0 5 eae Aer F APR ERS Pe we Reducing Bushing 
WONG. icin c+ yeas ehecas wer 1A) y Ree ee ee. Cer: sie eee Coupling 
Ei | 7 depres ae a pene Race ean ah 24 12: )) Tis Pa ies sree atosts Mima ok wee eee 90 Degree Elbow 
BONE Cass wheat ok Keay 16.50 --- 6c eee ee eee eee cece eee ee Vii wu ean kick ance Street Elbow 
DOING oo sscs 6 tet noone wire GUO eie ose ce hones kaies Rvs  Sasiga iow ties wen ha sok a a Tee 
OS200 oye. a See ene as WSO otek orn ewe coun eae dees 5 cee oak ESPERO be ak COIR Y Cross 
93225: ..... SO5°70 Ue. scenes DD O0Seastesricnicces uadiie aso vivtees Areas ea ae bh SR Portable Hydraulic Jack 
93286 8.4 SE A0 So sen cetes PALS i peg to aeranestos aerate ME Stents cee eee Ke Portable Hydraulic Jack 
93227 ...... Meek dicen sages MBG ie riches cnty avs wai sreieaie'e d's 6 , eR So es SAR Portable Hydraulic Jack 
93228 ...... LSS, Ue i gan OE eee eeu Cree et aks CMO Ae Riana aie: cae Seren ae Portable Hydraulic Jack 
93229 ...... AOS OSGi vcccrenat POS Marta. kn ertae Leu aes Pasian. cuir eee AD Se Portable Hydraulic Jack 
DOR ese ban oasis oie oe eats ee Sore tse ta pe eeiae acs na BS Soca tener 16° Nasties Shop Press Jack 
BOOS iden eh anate cued vat 2S Ss ane ae ema a eine oe pen WP Sa ct pees cae 20 sate Portable Hydraulic Jack 
WER Rrerur cpa gkonre sas oF i Eg EE Pee eR ek EE EE Ee Way ek on a eee Cs RR eRe Shop Press Jack 
93238 ...... FG OO ois ves BOOS sece nek va ore tame 5 aoe SA ener So Seer We occ High-Lift Portable Hydraulic Jack 
SOO es ee ee ee een GAO ea teias Cotas. Pun Heeeen os Pils aes Lh Sear oane High-Lift Portable Hydraulic Jack 
SRO ee aveperet reeeawes 2 a oie ae at ae rye eae re aa Tein geese aad tS AL sa Bearing Separator 
Cn (ae Reape as, -— geiteen en ht TASS iene cs aan ist ce aced ence Mipt irk. eae heer ene eee Slotted Bumper Finger 
GOeR es ierk esis ae ean DA-OS DVS re anc ssc ee ae xs Pe es rete ree gk Meets coe” Arbor Plates for 15 ton Press 
OSZ89 oo ces vans taeneens OAS DMS avs bee sinkinie ee eee tle ee 2 ares Wie a eee OO nan vious eel Arbor Plates for 25 ton Press 
ed IRE PET OEE HS ee POU Dire aetna coe ee UE PUSS rea oan to caters Bearing Separator Support Set 
SS740 Ra ee oe THOR ORs SV ENGINEERS Se OSA Aitain cs ia ts Panehapmaremy store ae Powerglide Transmission Adapter 
TY RS IOS RR oy Ale iS DOU ese dcteras orca ataanns 2 rane AO ror eter 1 APES aN oa Safety Shield 
DORN Gio s LOM ais Kemtews Ves OAD Fe eee R naa ate Peta ee ete RAE Ss a ale napeeiase ay aad a pee tS ere Differential Adapter 
ORO accel BOBO era ae eon a eae 3 hae Tasans epi owen EN eee Pape ae wee Allison Transmission Adapter 
PI oak snes coages screws ac CGS | ESAS be ea Pp eerie east. Pesan ramet a eeete WF cece pigceke Bearing Separator 
MD fo cs ie cane tae anaes va S".: are peg ee eRe Sy eee 5 NE cc PERE ee Re eS 5’ Chain: Slip & Grab Hook 
Crt. ROU SnRRGe Ss peariheh eanteae Sra re ar} COURS Reis < Sprang Ce nee tae getter a eat a LL A I OER Te er Barrel Hook 
DOROD 5 cai addaweeniex aot ft ee get OR ee ae ra ae epee ieraictoraia'cra aoe bracelet anes aa teen Toronado Transmission Adapter 
br 1 AR caer ineiay Sonera Aah BCG ania dane aw Sea ape aies A err SEK Sy Sea es Gauge & Adapter 
DODO 50a 5c chanics, 6c nc Et hi Le st Rt eae Pak CER rT es Vaasa 5 tes oc 2, cme ne tae Me Short Ram Press Adapter 
GRO oe sae tier otexe ween te ee MOU OO tra Sao SS oot nn'c eos Si laa Saisiaateccas cocina hae oc atelewie ace Gauge & Adapter 
pe toy ree eee i ho hg GF eee ie cee eee Bp 3 AC Ee ene aE PE eS Swivel Grab Hook 
BP IRR RI se coe ira pe i Gh ee ee RE oe Pcie Sone Tee ete gee oe ties Swivel Grab Hook 
Leip Raa an en i oe EB ae irs I sce eGiieeen ee ete tame re nae 5 NDR Fe ese ie rape: MN sage Snes Swivel Grab Hook 
EROS ao itawne Se eats een POM seat bs tet Voie Pee saa: OR RE SR Ce tL “V" Adapter 
MORO riot en eee tire iets. Ll (8 Lapras ate Pane gen RE ER 5 Era A PRE ne dhs eet Sling Adapter for Cranes 
57 Lb ROO ERS Be ERTS eRe TSG96:, cee ere aie aie Nas & Seer ame ere CGO ee eae Sling Adapter for Cranes 
MORI eckci cnr caees  asaea teem RO a6. 3 gsc ce de wk Rage kein ie a RSP TAD Seam be aR ap Bearing Separator 
UE eaves «a neces mabe tmleck gone TOO Use ia naeeers PaaS ok dulsie eee Dieetaietee wa alee hon wniaiele mae nieces Door & Bumper Handler 
DOgEe Bt liec cud neces DO re Nin aca Aiea aa ave Dawes gO pnp esiine Suite Nener Me. chee Transmission Head for Engine Stands 


Outboard Motor Head for Engine Stands 
VW Engine Stand Adapter 


93291 ...... WOU is ceaknwes Le irik are hee eae ee eee PE ENE LL TORT Lear ar eee Quart Hydraulic Jack Oil 
93292 ...... NOMGG ces estas 1 SIG ote | aries car ear rea Ayre cicles Bigerses SS iaac eee Gallon Hydraulic Jack Oil 
1 a” Sa fe en ot SERS Sepa oo OR ROR ID a too IE NG teens Oss asy en Pecteee cesee 5 Gallons Hydraulic Jack Oil 
MONOD oisie sep ined nen terears naieieet Oe xt Sienna 5 ai eee alg 0) Pee eel aree hie a ean Sree Sa oh Truck Wheel Chocks 

E Mounting Well for Crane 


Compact Car Scissors Jack 
Scissors Jack 

Tripod Screw Bumper Jack 
Ratchet Bumper Jack 
Bi-pod Screw Bumper Jack 
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93496 .....: $32 Gos ee IBS SRE a re ie EMIS AT oe So ea, co ae ol ee Nie toes Ratchet Bumper Jack 


ete 21.45.08. |. oss 5 i i seceeeesesesseee. 20a.......Jack Stands, Fixed Height 
a) Aaa eee Jack Stands 
908. fcax Jack Stands 
SOB. ic0 ua Jack Stands 
22 ea. ....Rocker Jack Stands 
S O48. 3250 Jack Stands 
TOOsci <2 5 Jack Stands 
1 =) Pasa ar see a | -f: Wee Jack Stands 
CROAT ADI Fates o.  Peare tere: pis ons Bes aie i Sto este ACT Wea. sks Jack Stands 
Duy caw ew Ghee gets De ee Starter Kit 
Ra Se Age. he Pump, St’d. Ram & Hose Assembly 
ARR pera ciaeelesn es oe CSTR Spee Rescue Kit 
Wiseeres eeatpe seks wa tS ee Deluxe Kit 
Ts wasn amas 5) ears Starter Kit 
bo Se crag ie gr eee ese Wastes gitle a ales wae 10:55 n eee Pump, St’d. Ram & Hose Assembly 
Lok | EPROPS OBER Sereda 2 wear geri , Parga pe eee es 10: 2.N> Sasa Rescue Kit 
QOGOT oe acta Weekes sete a eG 5 ee per anc MOG Sis sae Deluxe Kit 
DOB OB irs irate cio sw alain oar Parsee givin Bbw ele nia = OS SleialOle wie « Siviggue pe eeCes me Dongen = sg poate edie sei apie siereea Nes Body-Jak Display Assortment 
DSA D os oe ieee wing sinatra ae eine ate ee oe eis we F cpiccins Rover iar eu Siete sae arey Tool Chest 
DOORS a sicaisis se wie ose whe 7(:): |) ee een hind Aes pas Stine o siak nin ew eee eed Rescue Kit Tool Chest-10 Ton 
GOOG iar ce cease ees SOOO foi 5 6 os see eee oe SR eS Br Sat sce a GR uae ne payee: oh RA KR Tool Stand 


Heavy Duty Hydraulic Jack 
Heavy Duty Hydraulic Jack 
Heavy Duty Hydraulic Jack 


Bench Press 
Shop Press 
Press Bed 
Shop Press 
Press Bed 


Body-Jak Display Board 
Service Jack (Rubber Wheels) 
Service Jack 

Road Service Jack 

Racing Jack 


Service Jack 

Short-Chassis Service Jack 
Service Jack 

Service Jack (Rubber Wheels) 
Service Jack 


Service Jack 

Air/Manual Hyd. Service Jack 
Short-Chassis Air/Manual Hd. Service Jack 
Air-Manual Hydraulic Service Jack 
Hydraulic End Lift 


QOGBG oie Peete aes 418.60. ~~... eee eee eee eee eee Se re eee Oe iL See Air End Lift 
bn Cage ama ee pe P LR Pa Heavy Duty Air End Lift 
Decode eaGanee ie Pa Were tay Heavy Duty Air End Lift 
D6 ae eaiainees MGcuitasls Mechanical Transmission Jack 
5 PRN. eh rs WE, twee Mechanical Transmission Jack 


een ee: Under-Hoist Transmission Jack 
awh Oa ee Mechanical Heavy Duty Transmission Jack 
aeineied Hydraulic Transmission Jack 
sgt Sawaal Hydraulic Heavy Duty Transmission Jack 
Pecaeg: Rue Air Operated Hyd. Hi-Lift Truck Jack 
Uk ERS, Pere Corer ee ee PERU ARGU D ee cies Wsloreie Wha iews |S yte ee cane nto nv ewe Lee Tea MEP Air Operated Hyd. Medium-Height Truck Jack 
WPT Lo Reta e a oe ws ee arnemgiecs OD ace cuts, coxa mae ees mmbetnaIn = *Bcouce kisis  DaTER hie eS GO Rea aN Air Operated Hyd. Low-Height Truck Jack 
BOP OG circ wee tienen. «aus eae Twin Truck Air Lifts 
OOTOS. onc ei ieee eek esas ee te ets iralp Siac pak Sieeapae wwveia vive INTE pater goes eta worm Stem a eM ome Wheel Dolly 
OSTEO erie ce Aah Dy a ae Re Dian eA SEU Seu eRe Wheel Dolly 
OSTI0). cctienacure poe ere Rae See dni ans ate Tame tern SN GS Fie Chali cae Laem SON eeu Ls Standard Engine Stand 
ET. Seas eee nese on AR pees Mio r aaa eR oe een A See rei nics wholes < wc WO gus om Heavy Duty Engine Stand 
EM soit. s kiko niacna whale nea PER onitin haste. inh Aimtaoid in pg POMS lnhen RE Verein w= mst loli ps cin utah aig AA mae N ato Under-Hoist Stand 
BHLOG is skcvaenaeer es vaeee Ce ee rene een ee ie Wg ee aes een ee Seay pe Trailer Stabilizing Stand 
CES Beran eat Sr aeape tah M1, CADIS Seana antec eae irs ceed cae REP Rein Nei men Smee aoe, Santa om | Under-Hoist Rocking Stand 
WOOO se reress coves ea ewnes : Ser eee ke Sere ee eee eee ers eee Under-Hoist Jack Stand 
ccf k » GAleuapire rae Aner. irae Uo URS ARS 0s ny Moa eae yap ret ynaay ZB Seek ES Te ee eS Ee er Hi-Lift Adapter 
Ls Babi pte rays gran Se BOOS sc tiee cae ne cpm alan bgea as Sacer oon Me asc nl soa Truck Mounted Crane 
QROUG es scar chcnddees loses NBO Sas calretinin bwin cea ad w aew Op ee See eae ne Shop Crane 
DOWUO edit clas ntce sh cesta Fo 2 ga oe Maren ee ae fits Mil SE Oe RRC mG | rere at Shop Crane 
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Abe wast obese Shop Crane 
Bi glee geste Shop Crane 
th arene Mobile End Lift (Air Operated) 
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LIMITED WARRANTY 


Walker Manufacturing Company warrants, to the final purchaser, jacks and related service equipment 
manufactured by it to be free from defects in material and workmanship for a period of 90 days from date of sale. Ifa 
jack or related equipment is determined to be defective during the warranty period, it will be repaired or replaced 
without charge provided that the equipment is shipped, transportation charges prepaid, with proof of date of 
purchase, to Walker Manufacturing Company at the address shown below or to a designated Field Service Depot. 

This warranty does not apply to parts damaged from accident, overload, or abuse, nor does it apply to any 
product which has been altered or used with special attachments other than recommended by the manufacturer or 
their equivalent. 

WALKER MANUFACTURING COMPANY SHALL NOT BE LIABLE FOR ANY INCIDENTAL OR CONSEQUEN- 
TIAL DAMAGES FOR BREACH OF ANY EXPRESS OR IMPLIED WARRANTY ON ANY JACK OR RELATED SERVICE 
EQUIPMENT. 

Some states do not allow the exclusion or limitation of incidental or consequential damages, so the above 
limitation or exclusion may not apply to you. This warranty gives you specific legal rights, and you may also have 
other rights which vary from state to state. 


Walker Manufacturing Company 
1201 Michigan Boulevard 
Racine, Wisconsin 53402 
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Walker Manufacturing Co. 
Manufacturing and Service Facilities: — 2601 Commerce Drive, Jonesboro, Arkansas 72401 


Printed in U.S.A. 
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Walker 
Manufacturing ENNECO) 


A Tenneco Company 


1201 Michigan Boulevard 
Racine, Wisconsin 53402 
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